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]APANESE INDUSTRIAL STANDARD JLS

Tempered Glasses for Ship's Side Scuttles F 2410-195
(Reaffirmed 1969

1. Scope

1.1 This standard covers the tempered glass for ship's side scuttles,
hereinafter referred to as the '"tempered glass".

2. Class
2.1 Tempered glass shall be classified into the following two classes:
: s
(1) Transparent tempered glass

(2) Ground tempered glass

3. Dimensions and Dimensional Tolerance

3.1 Dimensions of tempered glass shall be in accordance with Table 1.

Table 1
Unit: mm
quinal Dimensions of glass
dia. of '
ship's side scuttle Diameter | Thickness
200 » 212 10 12
250 262
300 , 312 10 12
350 362 15
400 412

3.2 Dimensional tolefances of tempered glass shall be in accordance
with Table 2.

Table 2
Unit: mm

Diameter| Tolerance Thickness| Tolerance

212 10

262 12

312 +1.0 ) 15 +1.0

362

412
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. 4. Quality

4.1 In addition to the quality of tempered glass specified in Table 3, its
u characteristic shall fulfil the following requirements, namely, the clearance
test, impact test and pressure test specified in 5.3, 5.4 and 5.5 re-
spectively. -

Table 3

Kinds of defect Specifications for quality

Bubbles, stones, knots,| In accordance with the specifi-
striae and reams cation for less than 3224 of the
standard product indicated in
Table 4 of JIS R 3202-Polished
Plate Glass. . .

e W

] Spots, cloudings, and No remarkable interference for
E scratches practical purpose.
. Grizzle Not to have

Within 3 mm towards inside from

Edge chippings the circumference

No permissible defects shall be

Overgll appearance ' concentrated.
i 7
i Ground surface of No part left on the ground
f tempered glass surface through which is
i ' clearly seen a perspective
: image.
; :
: 5. Method of Test
i 5.1 Measuring Method of Dimensions The thickness of the tempered
glass shall be measured by a micrometer with-an accuracy up to 1/100 mm,
p and the thickness shall be determined by counting fractions over 1/2 as one
.: and disregarding the rest.
5.2 Appearance The visual inspection of the tempered glass shall be

,7 I performed by naked eyes at the distance of approximately 50 cm from the
. front face of the sample.
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