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JAPANESE INDUSTRIAL STANDARD JIS
Embarkation Ladders F 2617-1974
1. Scope
This standard provides for rope ladders used for embarking on lifeboats or life
rafts.

2, . Construction, Shape and Dimensions

2.1 The construction, shape and dimensions shall be as shown in Figs. 1 and 2.

2.2 The side rope shall be Manila rope-kind 1 of 20 mm diameter or synthetic fiber
rope of 18 mm diameter, and be one continuous length,

2.3 The shackle shall be that specified in JIS B 2801 "Shackles" -8SD 16, and the
thimble in JIS B 2802 "Thimbles."

2.4 The necessity of spreaders and their interval will be determined by the
purchaser.

2.5 The countersunk head wood screw shall be that specified in JIS B 1112 "Cross-—
Recessed Head Wood Screws"or JIS B 1135 “"Slotted Head Wood Screws."

3. Material

The material shall be as given in the following Table:

Table
No ., Parts Material
1| Side zope or synthetis fibre rope .
2 Thimble Conform to JIS B 2802
3 Shackle Conform to JIS B 2801
4 Tread Hard wood
5 Wood pad Hard wood
6 Spreader Hard wood
7 Spreader fixing piece Steel plate
8 Countersunk head wood screw | JIS H 3521-BsW 2

Remarks 1. The steel part be galvanized.
2, The wood part be varnished.

3. When the synthetic fiber rope is used, it shall be stronger than
that specified for the Manila rope.

Applicable Standards:
JIS B 1112-Cross-Recessed Head Wood Screws
JIS B 1135-Slotteéd Head Wood Screws
JIS B 2801-Shackles
JIS B 2802-Thimbles
JIS H 3521-Brass Wires
JIS L 2701-Hard and Bast Fibre Ropes
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