JIS

F 2804-1976 F 2804-1976

Ships” Cross Bitts

1.  Scope

This Japanese Industrial Standard specifies ships’ cross bitts used for tugging, mooring, cargo handling, boat
handling, etc.

2. Construction, Shape and Dimensions
The construction, shape and dimensions shall be as shown in Figure and Attached Table.
3. Materials

The materials shall be as given in Table.

Table

No. | Component Material

1 Barrel J1S G 3454-5TPG 38 (Sch 80) or JIS G 3101-88 41
2 Crossarm | JIS G 3454-STPG 38 (Sch 80) or JIS G 3101-88 41

3 Liner JIS G 3101-55 41 or JIS G 3106-5M 41

4.  Appearance

The cross bitts shall be free from detrimental defects and be welded soundly with the least strain as far as
possible on the external appearance.

5.  Designation

The cross bitt shall be designated by the title, nominal diameter and symbol for material used as P for STPG
38 and S for 55 41. JIS number may be used in place of the title.

Example: Ships’ Cross Bitt 150 P or JIS F 2804-150 P

Reference Standards:

JIS G 3101 — Rolled Steel for General Structure

JIS G 3106 — Rolled Steel for Welded Structure

JIS G 3454 — Carbon Steel Pipes for Pressure Service

JIS G 3525 — Wire Rope

JIS L 2701 — Hard and Bast Fibre Ropes Documents
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Remark: Weld part and edges of flanges of @ and @ shall be finished
smoothly.
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