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JAPAN.ESE INDUSTRIAL STANDARD J IS
Ship's Bottom Plugs F 3005-1968
1. Scope | |
This standard provides for ships' bottom plugs.
2, Classification

The bottom plugs shall be classified into three types, A, B and C, and the
spanners shall be classified into two types, A and B.

3. Material

The materials shall be as given in the following Table:

Table
No. Parts Material - Standard
1 | Plug seat S20Cor SM41 B JIS G 4051 or JIS G 3106
- 2 | Plug | BsBFor SUS27 B JIS H 3423 or JIS G 4303
3 Spanner Steel bar and steel plate =
4 Gasket Lead , amane

4, Construction, Shape and Dimensions

The construction, shape and dimensions shall be as shown in Figs. 1 to 5.

Reference Standards:
JIS B 0203-Taper Pipe Thréads
JIS B 0207-Metric Fine Screw Threads
JIS G 3106-Rolled Steel for Welded Structure
JIS G 4051-Carbon Steel for Machine Structural Use
JIS G 4303-Stainless Steel Bars

Documents
JIS H 3423-Bfass Rod and Bar for Forging Document Sharing Hub

bnt details: JIS F 3005-1968



http://www.avadocuments.com/doc/jis-f-3005-1968
http://www.avadocuments.com/doc/jis-f-3005-1968

