JIS

F 3020-1985 F 3020-1985

Ships’ Oil Suction Bellmouths

1.  Scope

This Japanese Industrial Standard specifies oil suction bellmouths used in ships, hereinafter referred to as
“bellmouth™.
2. Classification

The bellmouths shall be classified as given in Table 1.

Table 1
Type Shape of lower opening
A
Circular
B
c Elliptic

3. Shape and Dimensions
The shape and dimensions shall be as shown in Figs. 1 to 3.

4.  Materials
The materials shall be as given in Table 2.

Table 2
Type Material
A Steel plate

JIS G 5501-FC 20
C Steel plate

5.  Designation
The bellmouths shall be designated by the title, type and nominal size. JIS number may be used in place of
the title.
Example: Ships® Oil Suction Bellmouth Type A 50 or JISF 3020 A-50

Reference Standards:

JIS B 2210 — Basic Dimensions of Ferrous Materials Pipe Flanges Documents

JIS G 5501 — Grey Iron Castings
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e i Unit: mm

Unit: mm
N Outside dia Body ! Reference
Nominal | of applicable
e : : area | Calculated
- (o pipe D, |D, |#, | ¢ | t | ntio | mass
A (kg)
Sk 50 60.5 63 [ 110 | 28 | 13 | 4.5 | 228 13
65 76.3 79 | 160 48 | 15 | 4.5 227 2.0
80 89.1 92 | 220 76 | 15 6 2.06 39
90 101.6 103 | 255 BLl 1T | & 2.1 5.0
R 100 114.3 117 | 275 94 | 20 | & 22 5.5
125 139.8 142 | 400 | 154 | 20 | 6 2.04 10.4
T 150 165.2 168 | 450 | 158 | 25 | 8 2.0 16.4
: Remarks: 1. In place of sleeve joint, pipe flange joint may be used, or
i the pipe may be welded directly to the cone.
In such cases the dimensions of neck shall suitably be
£ of modified.
- 2. The legs made from round steel bar may be replaced
with ribs made from steel plate,
Fig. 1. Type A
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