JIS

F 3021-1968 F 3021-1968

Ships’ Steel Pipe Bands

1.  Scope

This Japanese Industrial Standard specifies ships’ steel pipe securing bands.

2. Classification

The pipe bands shall be classified into two types A and B.

3. Materials

The materials shall be as given in Table:

Table
No. Component Material
1 Band Steel flat bar or steel plate
2 Bracket Sjt;! flat bar or steel plate -
3 Hexagon head bolt - hexagon nut Steel bar
_“d mgon he:;d bolt « hexagon nut SleelEr )

4.  Shape and Dimensions

The shape and dimensions shall be as shown in Figure. The screw threads on bolts shall conform to JIS
B 0205, hexagon head bolts to JIS B 1180 and hexagon nuts to JIS B 1181.

5. Designation

The pipe bands shall be designated by the title, type and nominal size. JIS number may be used in place of
the title.

Example: Ships® steel pipe band Type A 10 mm or JIS F 3021 A 10

Reference Standards:

JIS B 0205 — Metric Coarse Screw Threads
JIS B 1180 — Hexagon Head Bolts
JIS B 1181 — Hexagon Nuts Documents

Document Sharing Hub

536

Full document details: JIS F 3021-1968



http://www.avadocuments.com/doc/jis-f-3021-1968
http://www.avadocuments.com/doc/jis-f-3021-1968

F 3021-1968

° 1

e B, -=

The di ked with * shall be suitably
determined according to the place where fitted.

Documents q

Figure 1
/‘V‘\ Document Sharing Hub

537

Full document details: JIS F 3021-1968


http://www.avadocuments.com/doc/jis-f-3021-1968
http://www.avadocuments.com/doc/jis-f-3021-1968

