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UDC 621.646-519:629.12.06
JAPANESE INDUSTRIAL STANDARD J1S

Ships' Deck Stands for Controlling Valves F 3024-1971

1. Scope

This standard provides for ships' deck stands for remote control of valves fitted
on oil or water pipes in tanks such as cargo oil tanks from deck.

2. Classification

The deck stands shall be classified as given in the following Table.

Table

Type Material

A Steel plate

Steel plate (with ball bearing)

C Cast iron -

3. Construction, Shape, Dimensions and Material

The construction, shape, dimensions and material shall be as shown in Figs. 1 to
6 for type A, Figs. 6 to 10 for type B and Figs. 3 to 6, 11 and 12 for type C.

4. Inspection

The deck stands shall have no detrimental deffects on visual parts and each fit be
suitable for operation.

5.. Designation

The deck stands shall be designated by title, type and nominal diameter. - JIS
number may be used in place of the title.

Example: Ships' Deck Stands for Control Valve, Type A 25 or JIS F 3024 A 25
6. Marking
The following items shall be marked on the easily visible surface of body:
(1) Type and nominal diameter
Example: A 25, for type A and nominal diameter 25 mm

(2) Manufacturer's name or mark
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Fig, 1.

Type A Assembly
No. Parts Material
Unit: mm 1 |Body TS G 3101-S5 41
20 17 ~
2 | Spindle ]];;[SSBI% %223 BsBF E 1 or
’F 3 |Flange JIS G 3101-58S 41
- V= 71\ '
; 1S G -
C =N T 4 |Stand pipe }I ag gi‘gé‘_ g"gpﬁ or
%%
8 5 |Handwheel JIS G 5501-FC 20
6 |Packing gland | JIS H 5111-BC 6
7 | Check ring JIS G 3101-SS 41
8 |Set ring
JIS H 5111-BC 6
9 | Set ring
rﬁ! JIS H 5111-BC 6
s s 11-B or
ﬁ. 10 | Pointer TS H 3201-BsP 3-H
Hexagon head
N 1
o o bolt
N ¥ 8
\ 12 | Stud bolt
B JIS G 3101-SS 41
i 13 Hexagon head
bolt
14 |Hexagon nut
15 |Grease nipple | Brass
JIS H 3423-BsBF D 1 or
16 | Set screw BsBf D2
) ) 17 | Split pin Brass wire
18 18 [Hexagon nut JIS G 3101-SS 41
D
l 19 |Hexagonnut | yygy 3,93 BeBFE 1 or
20 | Hexagon nut BsBf E 2
e g
21 | Taper pin JIS G 4051-S 30 C
i cllr’ 22 | Name plate Brass plate
Oil resisting braided
ij 23 | Packing asbestos packing
2% | Gasket S&leertesisttng asbestos joint ‘
25 |Indicator plate| Brass plate
P Round machine| JIS H 3422-BsBM D 1 or
Unit: mm 26 screw BsBM D 2
Nominal d d
dia. 1 27 | Guide ring JIS G 4051-S 25 C
25 25 34 j
28 | Indicator plate) 516 g 3101-55 41
32 32 40
29 | Stuffing box | JIS G 4051-S 25 C
42 42 46 8

Full document details: JIS F 3024-1971

Round machine screws to JIS B 1101-M 6, and set screws to

IS B 1117-M 6.

Hexagon head bolts to JIS B 1180, and hexagon nuts to JIS B 1181

Split pins to JIS B 1351, and taper pins to JIS B 1352
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Fig. 2.

Type A

1/4 or 1/8 of PF, PT or IS @

3

F 3024-1971

Unit: mm

/ M6

3 471

ST
ds

B,

3
L
d i . =N Ly
[ | |3 |
dz? <7 CS
7 g L
. 5C, I
PN
R “
N

Unit: mm
@ Body
Non_ninal Bolt hole
dia. Dy dy R H G K J A B “Nominal D T H,
C No.| A of bolt .
threads
25 56 80 62 360 | 54 96 | 245 | 70 120 | 230 8 18 M 16 265 | 18 41
32 68 90 62 358 | 54 106 | 300 | 80 140 | 280 8 22 M 20 320 | 20 41
42 76 96 62 358 | 54 112 | 300 | 86 150 | 280 8 22 M 20 320 | 20 41
Nominai| & Guide ring ' @  Stuffing box
dee My la | L | Blalalalas | F| | rR]| 4
25 52 80 70 146 | 50 110 | 38 45 65 16 34 23 19 M16
32 60 90 70 174 | 70 138 | 50 60 80 24 46 23 | 19 M 16
42 66 96 70 188 [ 70 146 | 56 66 86 24 46 23 24 M 20

Remarks 1.

Screw threads on dg to JIS B 0205

2. Screw threads on PF 1/4 and PF 1/8 to JIS B 0202, and on

PT 1/4, PT 1/8, PS 1/4 and PS 1/8 to JIS B 0203
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