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JAPANESE INDUSTRIAL STANDARD JIS
Remote Handling Gears for Cargo Oil Tank Valves F 3026-1975
in Small Ships

1. Scope

This standard provides for the following fittings of remote handling gears
for cargo oil tank valves mainly of nominal diameter 200 mm or under.

(1) Deck stand

(2) Yoke

(3) Fork

(4) Universal joint

(5) Intermediate support
(6) Check ring

Remark: In this standard the particulars in { } are in accordance with the
International System of Units (SI) and given for reference only.

Applicable Standards:
JIS B 0205-Metric Coarse Screw Threads
JIS B 0207-Metric Fine Screw Threads
JIS B 1101-Slotted Head Machine Screws
JIS B 1117-Slotted Head Set Screws
JIS B 1180-Hexagon Head Bolts
JIS B 1181-Hexagon Nuts
JIS B 1256-Plain Washers
JIS B 1351-Split Pins
JIS B 1352~Taper Pins
JIS B 1353-Split Taper Pins
JIS B 2601-Handwheels
JIS F 3011~Universal Joints of Transmission Shafts in Cargo Oil Tanks
JIS G 3101-Rolled Steel for General Structure
JIS G 3454-Carbon Steel Pipes for Pressure Service
JIS G 4051-Carbon Steel for Machine Structural Use
JIS G 4303-Stainless Steel Bars
JIS G 5501-Grey Iron Castings
JIS H 3423-Brass Rods and Bar Suitable for Forging
JIS H 3425-High-tension Brass Rods
JIS H 5111-Bronze Castings
Reference Standard:
JIS F 7453-Marine Transmission Shaft Joints Documents

Copyright by the Japanese Industrial Standards
Mon Augli2202Litd<09: R@thils: JIS F 3026 0


http://www.avadocuments.com/doc/jis-f-3026-0
http://www.avadocuments.com/doc/jis-f-3026-0

: JIS Fx3026 75 EE 4933608 0044791 4 I

2
F 3026-1975
2. Type

The types shall be as follows:
(1) For yokes; type 100, 125, 150, 175 and 200.
(2) For forks; type A and B.

3. Construction, Shape and Dimensions

The construction, shape and dimensions shall conform to Figs. 2 to 13
and to the following requirements:

(1) The pan head machine -screw shall conform to JIS B 1101.
(2) The set screw shall conform to JIS B 1117.
(3) The hexagon head bolt shall conform to JIS B 1180.
(4) The hexagon nut shall conform to JIS B 1181 - Class 1.
(5) The plain washer shall conform to JIS B 1256.
(6) The split pin shall conform to JIS B 1351.
(7) The taper pin shall conform to JIS B 1352.
(8) The split taper pin shall conform to JIS B 1353.
(9) The handwheel shall conform to JIS B 2601 - No. 1.
4. Material
The materials shall be as shown in Figs. 2 and 8 to 13.

5. Tests and Inspection

The fittings shall conform to all the requirements in the following inspections.

(1) Visual Inspection Every part shall be well finished and be free from
detrimental defects.

(2) Performance Test The deck stand and universal joint shall work
smoothly and have no disorder in each part.

6. Designation

The control gear fitting shall be designated by title, name and type of
fitting and diameter of applicable transmission shaft. JIS number may be
used in place of the title.

For yokes, however, the diameter of applicable transmission shaft shall
be omitted.
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Examples 1. For deck stand of applicable transmission shaft of 25 mm
diameter:

Remote Handling Gears for Cargo Oil Tank Valves in Small
Ships, Deck Stand 25, or JIS F 3026-Deck Stand 25.

2. For yoke type 100:

Remote Handling Gears for Cargo Oil Tank Valves in Small
Ships, Yoke Type 100, or JIS F 3026-Yoke 100.

3. For fork type A of applicable transmission shaft of 25 mm
diameter:

Remote Handling Gears for Cargo Oil Tank Valves in Small
Ships, Fork Type A 25, or JIS F 3026-Fork A 25.

7. Maxking

The following items shall be marked on an easily visible surface of the deck
stand:

(1) Applicable transmission shaft diameter.

(2) Manufacturer's name or mark.
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Fig. 1 Installation Example

Handwheel in JIS B 2601-No. 1
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Marine transmission shaft joints JIS F 7453

=

Copyright by the Japanese Industrial Standards
Mon Augli22o2Litdellk R@khils: JIS F 3026 0

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/jis-f-3026-0
http://www.avadocuments.com/doc/jis-f-3026-0

