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JAPANESE INDUSTRIAL STANDARD JIS

Anchor Stoppers F 3307-1970

1. Scope

This standard provides for anchor stoppers used to hold safely the anchors in
housed condition.

2. Constitution

The anchor stopper, consisting of cleat, eye plate, turnbuckle, shackle, thimble
and stretcher, shall be constituted as shown in Fig. 1.

3. Nominal Number

The nominal number shall be as given in Table 1 according to the weight of anchor

applied.
Table 1
Nominal Dia. of | Type and nominal Application range Total calculated
OMMAL | stretcher | of shackle applied | (Weight of anchor weight
number .
mm applied) t kg
1.5 8 SC 14 1.5 and under 3.10
3.0 12 SB 20 3.0 and under 7.67
5.0 14 SB 24 5.0 and under 13.1
6.5 16 SB 28 6.5 and under 21.2
8.0 18 SB 30 8.0 and under 28.1
10.0 20 SB 34 10.0 and under 41.5
12.0 20 SB 36 12.0 and under 49.6
14.0 22.4 SB 40 14.0 and under 62.5
16.0 24 SB 42 16.0 and under 71.5
18.0 25 SB 44 18.0 and under 83.5
20.0 28 SB 46 20.0 and under 92.4
Remark: The total calculated weight is that excluding stretcher.
Applicable Standards; i
|
JIS B 0205-Metric Coarse Screw Threads i
JIS B 1181-Hexagon Nuts
JIS B 2801-Shackles
JIS F 3415-Ships' Preventer Stay Eye Plates
JIS G 3101-Hot Rolled Steels for General Structures
JIS G 3525-Wire Rope

JIS G 4051-Carbon Steel for Machine Structural Use
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