JIS
F 3307-1978

Anchor Stoppers

Japanese Industrial Standard specifies anchor stoppers used to hold the anchor safely in housed

tution

anchor stopper shall be constituted of cleat, eyeplate, turnbuckle, thimble and stretcher as shown in

nominal number shall be denoted by the weight of anchor applicable as given in Table 1.

Table 1
il 2535 Koo | OB
2.0 B No. 4 2.0 or less
5.0 12.5 No. 4 4.9 or less
6.0 14 No. 4 6.0 or less
80 | 16 No. 4 TBorless
10.0 18 No. 4 9.9 or less |
12.5 20 No. 4 12.3 or less
165 | 224 | No.d 16.1 or less
21.5 25 No. 6 21.5 or less
26.0 28 No. 6 26.0 or less
31.0 30 No. 6 31.0 or less

construction, shape and dimensions shall be as shown in Figs. 2 to 5. The stretchers shall conform to
, galvanized, ordinary Z lay.

 The materials shall be as given in Table 2.

Table 2

No. | Component Material

Cleat JIS G 3101-85 41 and JIS G 3454-5TPG

Eyeplate JIS G 3101-85 41
Turnbuckle | JIS G 4051-5 25 C and JIS G 3101-55 41

S R

Thimble NS G 4051-825C

5 | Stretcher JIS G 3506-SWRH 52 ~ 82
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6.  Designation

The anchor stoppers shall be designated by the title and nominal number. JIS number may be used in place
of the title.

E I Anchor §

2.0 or JIS F 3307-2.0

Reference Standards:

JIS B 0205 — Metric Coarse Screw Threads

JIS G 3101 — Rolled Steel for General Structure

JIS G 3454 — Carbon Steel Pipes for Pressure Service
JIS G 3506 — High Carbon Steel Wire Rods

JIS G 3525 — Wire Rope

JIS G 4051 — Carbon Steel for Machine Structural Use

f

Ship centre line side

N

Remark: Thimble shall be used for nominal number 12.5 or more .

Fig. 1. Constitution of Anchor Stopper (Arrangement)
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