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JIS
F 3310-1995 F 3310-1995
Anchor stoppers (Small size)
1. Scope This Japanese Industrial Standard specifies anchor stoppers used for keeping safely anchors mass

1 or less in the housed condition.

Remarks:  This standard makes reference to the following standards:
JIS B 0205 — Metric coarse screw threads
JIS B 1181 - Hexagon nuts and hexagon thin nuts
JIS B 2801 — Shackles
JIS G 3101 - Rolled steel for general structure
JIS G 3506 — High carbon steel wire rods
JIS G 3525 — Wire rope
JIS G 4051 - Carbon steel for machine structural use

2, Classification The anchor stopper shall be composed of cleat, eye plate, turnbuckle, wire rope, and
shackle as shown in Fig 1.

A Nominal number The nominal number shall be as given in Table 1 according to the anchor mass.
Table 1
Unit: 1t
Mominal number Range of anchor mass
0.5 0.5 or less
1.0 1.0 or less
4. Construction, shape and dimensions The construction, shape and dimensions shall be as shown in

Figs. 1 to 4 and Table 2.

Table 2
Mominal Diameter of wire rope mm :
i tiber Type 3 (6 x 19) Applicable shackle
0.5 ] JIS B 2801-SC 8
1.0 6.3 I1S B 2801-5C 12
Remark: Wire rope shall conform to JIS G 3525 galvanized, ordinary Z lay.
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5. Materials The materials shall be as given in Table 3.

F 3310-1995

Table 3
No. Component Material

1 Cleat

JIS G 3101-55 400
2 Eye plate
3 Turnbuckle JIS G 4051-5 25C and JIS G 3101-55 400
4 Shackle JISG 40515825 C
L) Wire rope JIS G 3506-SWRH 62 to 82

6.
number of anchor,

Example:
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Designation The anchor stopper shall be designated by the title or JIS number, and the nominal

Anchor stopper (small size) 0.5 or JIS F 3310-0.5
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