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JAPANESE INDUSTRIAL STANDARD JIS

Ships! Steel Blocks with Swivels for Fibre Rope Guy F 3419-1973

1., Scope

This standard provides for ships! steel blocks with swevels for fibre rope guy,
hereinafter referred to as "block".

2, Classification

The block shall be classified as given in Table 1.

Table 1
Type Nomiﬁal dia, mm
MS 1A 160
| MS 1B 160
MS 2A 160
MS 2B 160 |

Remarks 1. The first letter M in the type symbol represents
the kind of rope.

2. The second letter S in the type symbol represents
the block with swivel.

3. The third letters 1 and 2 in the type symbol
represents the number of sheaves.

4. The fourth letter A in the type symbol represents
the block without becket and B with becket.

. Applicable Standards:
JIS B 1351-Split Pin
JIS B 2801-Shackles
JIS B 2802-Thimble
JIS I 3418-Ships' Sheaves
JIS G 3101-Hot Rolled Steels for General Structures
JIS G 4051-Carbon Steel for Machine Structural Use
JIS G 5501-Grey Iron Castings
JIS H 3201-Brass Sheets and Plate
JIS H 3422-Free Cutting Brass Rods and Bars

Reference Standards:

‘ JIS B 0205-Meiric Coarse Screw Threads

JIS L 2701-Hard and Bast Fibre Ropes
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