1.  Scope

requirements:
]
2)
(3)
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3. Materials

Ships’ Wire Reels

2. Construction, Shape and Dimensions

The materials shall be as given in Table.

JIS

F 3430-1980

This Japanese Industrial Standard specifies wire reels used for mooring rope for ships.

The construction, shape and dimensions shall be as shown in Figure and conform to the following

The wire rope clench shall be welded at a suitable position on the drum.

The hexagon head bolt and hexagon nut shall conform to JIS B 1180 and JIS B 1181.
Two handles shall be provided per one wire reel.

The fitting way of spring is shown as an example.

4. Visual Inspection

be suitable.

5.  Designation

Example:

Ships’ Wire Reel 35 or JIS F 3430-35
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Il document details: JIS F 3430-1980

Table
No. Component Material
1 Bearing block Steel plate and steel bar
2 | Bush B nsusuecs
At 3 | Drum IE Steel plate
4 Frame Steel angle bar
5 | Shaft JIS G 3101-85 41
6 Handle Steel bar, steel plate and steel pipe
7 Brake band Steel Mat bar
8 | Pedal Steel plate
9 Wire rope clench Steel bar
10 Grease nipp]; T o T Brass
11 | Spring JIS H 3270-C5191W
12 Stopper Steel bar
13 Hexagon heﬂ !_:;)[t ;ndl';t;ag(;nnut Steel bar
Remark :  Steel pipe may be used for the cylinder part of drum.

The wire reel shall be visually inspected, and shall be free from any defects, being welded reliably. Its drum
shall smoothly rotate and shall be free from deformation as far as possible. The performance of the spring shall

The wire reel shall be designated by the title and nominal size. JIS number may be used in place of the title.
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Unit: mm

|

i

|
0861-0E¥E 4

=]
S GRS T B A
T
L9 ) | @
T e
8)
L 75x75%9 9
)
|
_______________ o
=
“of
L
=1 ke
N S 75759 ‘
[ RN ; , \ S 2R
Unit: mm
: T T ] Reference
Nominal | |
size B D Dy | d du | L L | Capacity of drum Calcul(akt:;i mass
35 650 350 700 i 50 40 il 800 (950} | $25 X 200m | 190
38 650 380 T80 . 55 45 850 (10000 $28 X 200m | 215
40 700 400 g0 | 60 so | 900 (os0) | ¢31.5x200m | 240
R k 1. Di i inp I are given for reference.
2, When steel pipe is used for cylinder part of drum, outer diameter and thickness of
drum may not be as given in Table above or Figure, but may be altered to
dimensions approximate to those given.
3. Keeping position of handle is shown for reference.
Figure
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