JIS

F 3434-1983 F 3434-1983

Application of Fibre Ropes in Ship

1. Scope

This Japanese Industrial Standard specifies the application standard of Manila ropes and synthetic fibre
ropes used in hull outfitting.

2. Application Standard

The application standard of fibre ropes shall be as given in Tables 1 and 2.

3.  Classification

The fibre ropes shall be classifies as follows:
(1) One type of Manila rope specified in JIS L 2701.
(2) Synthetic fibre rope
{a) Vinylon rope specified in JIS L 2703
(b) Nylon rope specified in JIS L 2704
{c¢) Polyethylene rope specified in JIS L 2705
{d) Polypropylene rope specified in JIS L 2706
(e) Polyester rope specified in JIS L 2707

Reference Standards:
JISL2701 — Hard and Bast Fibre Ropes
JISL2703 — Vinylon Ropes
JISL2704 - Nylon Ropes
JISL 2705 — Polyethylene Ropes
JISL2706 — Polypropylene Ropes
JISL2707 — Polyester Ropes Documents
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Table 1 Manila Rope

Dia. of Manila rope
Where used mm

20| 22|24 | 26|28

30

32

36

40

50

60

65

75(80|85| 90

Mooring rope

Boat fall

Life line for life boat

Davit fall

Cargo runner

Cargo rope sling

Cargo net sling

Hatch cover fastening rope

Handrail rope

Miscellaneous tackle

Anchor buoy rope

Jacob's ladder, paint stage,
boatswain chair

Ship light lifting rope

General service rope

Remark:

The following rope diameters except those given in the Table, 9 mm, 34 mm, 35 mm,
38 mm and 42 mm may be used if necessary.
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