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JAPANESE "INDUSTRIAL STANDARD JIS

Ships' Small Size Wire Nippers for Topping Lift F 3442-1970

1. Scope

This standard provides for ships' small size wire nippers for topping lift whose
maximum working load is 0.4 t, used as a temporaly holder before the topping lift
will be fastened to a cleat and the like,

2. Construction, Shape and Dimensions

The construction, shape and dimensions shall conform to Figs. 1 to 3 other than
the following requirements:

(1) The hexagon nut shall conform to JIS B 1181-Class 1.
(2) The washer shall conform to JIS B 1256-Coarse Round.
(3) The split pin shall conform to JIS B 1351.

3. Material

The materials shall be as given in Table 1.

Table 1
No., Parts Material
1 Jamming piece Carbon steel
2 Jamming piece Carbon steel
3 Eyebolt Carbon steel
4 Hexagon nut Carbon steel
5 Split pin Brass wire
6 Washer Brass plate
7 Socket JIS B 5111-BC 2
8 Set screw Brass wire
9 Eyebolt Carbon steel
10 Butterfly nut Steel plate and bar
11 Pin Steel bar
12 Retaining cap Brass plate

Reference Standards:
JIS B 0205-Metric Coarse Screw Threads

. JIS B 0222-29 ® Trapezoidal Screw Threads
o -JIS B 1181-Hexagon Nuts

R -JIS B 1256-Plain Washers

' JIS B 1351-Split Pin

" JIS H 5111-Bronze Castings
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