Jis
F 3443-1995

Ships’ small size steel blocks

1. Scope This Japanese Industrial Standard specifies ships’ small size steel blocks used for loading
provisions, gas cylinders, parts of auxiliary machinery, etc. for ships (hereinafter referred to as “block™).

Remarks:  This standard makes reference to the following standards:
JIS B 0205 — Metric coarse screw threads
JIS B 1181 - Hexagon nuts and hexagon thin nuts
JIS B 1351 - Split pins
JIS B 2801 - Shackles
JIS G 3101 - Rolled steel for general structure
JIS G 4051 — Carbon steel for machine structural use
JIS G 5501 - Grey iron castings
JIS H5111 - Bronze castings

2, Classification The blocks shall be classified by the shape of head as given in Table 1.

Table 1
Type Mominal dia.
SE 100 125
sH 100 125

3. Construction, shape and dimensions The construction, shape and dimensions shall be as shown in Fig.
1

4, Materials The materials shall be as given in Table 2.

Table 2
No. Component Material
1 Fork JIS G 3101-55 400
2 | Axle pin and nut JIS G 3101-55 400
3 | Side plate Steel plate
_-I” ?w;\:ll:!'l: JIS G 4051-5 25 C, JIS G 3101-55 400
_5- _F:\;';V;I—llonk JIS G 4051-5 25 C, JIS G 3101-55 400
6 Rivet Steel bar
"7 | Nut for swiwer JIS G 3101.55 400
8 | Shackle JIS G 4051-5 25 C, JIS G 3101-55 400
—‘} stance picce Steel pipe
10 Distance picce Steel pipe
i | Rivee | Steetbar
a2 [ splitpin | Bmswicorseclbr
13 | Sleeve JIS G 5501-FC 200
14 Ilu.xh for sleeve NSHS5111-BC 6
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5 Tests and inspection

5.1 Loading test The block shall be tested by applying the proof load in such a manner as given in Table

3
Table 3
Type 5E, BH

ltem 25 Nomij"-.:]_ 100 | 125
Safe working ¥ |
load i A8 o el i g0y

Proof load kN 19.6 | 39.2
Testing method "

Remark:  The safe working load for a single sheave block means the maximum

load withstood at one end of the rope passing the hlock.

5.2 Overhaul inspection Afier the loading test is satisfactorily finished, all parts of the block shall be

inspected by overhauling and be free from any defect.

6. Designation The blocks shall be designated by the title, JIS number, type and nominal diameter.

Example:

Ships’ small size steel block, SE 100 or JIS F 3443 SE 100

T Marking The following items shall be stamped on a readily visible part of the block.
(1)  Nominal diameter or identification number

(2)  Safe working load
(3)  Year and month of manufacture

(4)  Manufacturer’s name or abbreviation for it
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