JIS

F 3992-1981 F 3992-1981
Dredger’s Sheaves for General Use
1. Scope
This Japanese Industrial Standard specifies dredger’s sh (hereinafter referred to as “sheaves™) for
general use.

2. CQlassification

The sheaves shall be classified into two types A and B according to the shapes of grooves.
3.  Construction, Shape and Dimensions
The construction, shape and dimensions shall be as shown in Figure and Attached Tables 1 and 2.

4.  Materials
The materials shall be as given in Table:

Table
No. | Component Material
1 Body JIS G 5101-5C 46
2 Bush | JISHS5115-LBC 3
J1S H 3250-C3601 BD
2 sSetxrew or 3602 BD

5.  Inspection

5.1 Visual Inspection The sheaves shall be visually inspected and shall be free from any detrimental defects
for use such as blowholes etc.

5.2 Construction, Shape and Dimensional Inspection These shall be in accordance with the requirements
of 3.
6.  Designation
The sheaves shall be designated by the title and nominal size. JIS number may be used in place of the title.
Example: Dredger’s Sheaves for General Use 20 or JIS F 3992-20

7.  Marking
The following particulars shall be marked on a readily visible part of the body:
(1) Nominal size

(2) Manufacturer’s name or abbreviation for it

Reference Standards:

JIS G 3525 — Wire Rope

JIS G 5101 — Carbon Steel Castings

JIS H 3250 — Copper and Copper Alloy Rods and Bars

JISH 5115 — Leaded Tin Bronze Castings Documents
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