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Identification of Piping System on Board Ships

1.  Scope

This Japanese Industrial Standard specifies the general requirements for colour representation when the
type of fluid in ships’ pipelines is mainly identified by colour.

2. Identification

The identification shall be done by means of colours, namely, paints or coloured tapes.

3. Identification Colours

The identification colours shall be as given in Table in accordance with the kinds of fluid in pipes.

4. Marking
4.1  Method of Marking The marking shall, as a rule, be done by shaping rings with paint or tape and the
width and number of such rings shall be as given in Table in accordance with the kinds of fluid.

4.2 Marking Positions The marking shall be provided at the positions where deemed necessary such as
the neighbourhood of valves, joints or bulkheads. (See Figure.)

Remark: The marking for firefighting shall be in accordance with the requirements specified in 5.

5. Marking for Firefighting

In case of marking for firefighting, the valve handles, their bodies and bonnets shall be painted red in addi-
tion to the marking requirements given in Table.
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Table Marking for identification of piping system

Identification colour Ring
Piping system = Description
Colour Code (') Width mm | Number
Drinking water 20 2
Cooling fresh water 50 1
Fiod s Blue 25PB5/6 50 1 =
Condensate water 50 1
Cooling sea water 50 1 -
Ballast 20 2
G 2.5G4/5 -
Sanitary == . 50 1
Firefighting 50 1
_E_tessed air Gray N6.5 50 1 -
Steam 50 1
Exhaust Silver = 20 2 =
Drain 20 2
A oil 20 2
Coil Red SR4/13 50 1 -
AJC oil 20 and 50 each 1
Lubricating oil 50 1
rlintioll Yellow | 2.5Y8/12 21 2
20 and 50 each 1 -
20 1 -
Black N15 50 1 -
May be painted for the whole
surface or may be left un-
£ - o o painted depending on the
Silver covering material, However,
the colour of the covering
material shall be silver.
Black N15 20 2 ==
20 2 =
Brown 25YRS5/6.5
50 1 -
fire extinguishing
al foam for fire extinguishing
nated agent for fire Pink SRP6/10 50 1 -
ishi
uit for electric cable Orange | 2.5 YR6.5/13 50 1 -

Note ('):  Shall conform to JIS Z 8721

Remark: When coloured tape is used, its colour may be of one which is near to the coded colour in
the above table.
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