JIS
F 7210-1996

Shipbuilding — Thermometer pockets

1. Secope This Japanese Industrial Standard specifies marine thermometer pockets used for measuring
temperature of fluid (steam, air, gas, water and oil} with bar thermometers (hereinafler referred to as
“thermometer pockets').
Remark: This standard makes reference to the following standards;

JIS B 0207 — Metric fine screw threads

JIS G 3101 — Rolled steel for general structure

JIS G 3454 — Carbon steel pipes for pressure service

JIS G 4303 — Stainless steel bars

JIS H 3401 — Pipe fittings of copper and copper alloy

JIS H 3510 — Oxygen free copper sheets, plates, strip, scamless pipes and tubes, rods, bars and wire

for electron devices

.5 Classification The thermometer pockets shall be classified according to the materials as shown in
Table 1.

Table 1 Class of thermometer pockets

Class Type Symbol
Brass B
Carbon steel Solid type 5
Stainless steel U
Steel pipe Welded type T
3 Construction, shape and dimensions The construction, shape and dimensions shall be as shown in
Figure 1.
4, Materials The materials should be as shown in Fig, 1.
5. Tests and inspection The thermometer pockets shall be subjected to the following items of inspection.
(1)  Visual inspection Appearance shall be free from any defect,
2y Di ional inspecti Di ions shall be in accordance with item 3 of this standard,
(3)  Hydraulic inspection Thermometer pockets shall be tested under the test pressure of 4.0 MPa,

6. Designation The thermometer pockets shall be designated by the title or the abbreviated symbol, JIS
number, class and dimension *L" or symbol.
Examples: 1. For a thermometer pocket of brass make and 50 mm of dimension “L":
Marine Thermometer Pocket B 50

or JIS F 7210-B 50
or FTB 50

ITI——-— dimensions “L"

class

marine thermometer pocket

2. For a thermometer pocket of carbon steel make and 50 mm of dimension “L™
Marine Thermometer Pocket S 50
or JIS F 7210-8 50
ot FTS 50

class

3. For a thermometer pocket of stainless steel make and 50 mm of dimension “L™:
Marine Thermometer Pocket U-50
or JIS F 7210-U 50
or FTU 50

class
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4. For a thermometer pocket of steel pipe welded make and 150 mm dimension “L"
Marine Thermometer Pocket T 150
or JIS F 7210-T 150
or FTT 150
class

7. Marking The following particulars shall be marked on the hexagonal part of the thermometer pocket:

(1) Class and dimensions
E I For a t} pocket of brass make and 50 mm of dimension “L™: B 50

(2) Manufacturer’s name or mark
(3)  Year and month of Manufacture or the abbreviated
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