JIS
F 7225-1996
Shipbuilding — Steel plate simplex oil strainers
1. Scope This Japanese Industrial Standard specifies simplex oil strainers (hereinafter referred to as “oil

strainer™) used on the suction side of main lubricating oil pumps in ships.
Remark: This standard makes reference to the following standards:
JIS B 0205 — Metric coarse screw threads
JIS B 2210 - Basic dimensions of steel and cast iron pipe flanges
JIS B 2401 - O Rings e
JIS C 2502 - Materials for permanent magnet
JISF 7102 — Shipbuilding — Piping system in machinery space — Application for gaskets and
packings
JISF 7200 — Shipbuilding — General rules for inspection of strainers
JISF 7207 — Shipbuilding — Oil strainer — Application for wire gauze
JIS G 3101 - Rolled steel for general struclure
JIS G 3452 — Carbon steel pipes for ordinary piping
JIS G 3505 — Low carbon steel wire rods
JIS G 3506 — High carbon steel wire rods
JIS G 4051 — Carbon steel for machine structural use
JIS G 4309 — Stainless steel wire
JIS G 4801 - Spring steel
JIS H 3250 — Copper and copper alloy rods and bars
JIS H 3270 - Copper beryllium alloy, phoshor bronze and nickel silver rods, bars and wires

2, Pressure rating The relation between fluid condition and maximum working pressure shall be 0.35
MPa, on the oil condition of 80°C or less.

3. Construction, shape and dimensions  The construction, shape and dimensions shall be as shown in Fig,
1.
4. Materials The materials shall be as follows:

(1) The body, bottom plate, upper flange, inlet and outlet pipes, inlet and outlet flanges and cover shall
be as shown in Fig, 2.

(2) The materials used for other parts shall, as a rule, be as shown in Fig. 2.

5. Tests and inspection The oil strainers shall be subjected to the following items of inspection in
accordance with JIS F 7200,

(1) Material inspection

(2) Visual inspection

(3) Dimensional inspection

(4) Assembly inspection

(5) Hydraulic inspection: The oil strainers shall be tested under the test pressure of 0.52 MPa.
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6. Designation The oil strainers shall be designated by the title and nominal diameter or symbol.  JIS
number may be used in place of the title.
Example:  For a strainer of nominal diameter 350 mm
Steel Plate Simplex Oil Strainer 350 for Marine Use
or FFTS-350

1 di

simplex oil strainer marine steel plate
or JIS F 7225-350

7, Marking
7.1 The following particulars shall be marked on the body or the cover:
(1) Nominal diameter
Example: 350
(2) Manufacturer’s name or mark
| (3) Year and month of manufacture or the abbreviated

7.2 Arrowhead indicating the direction of flow shall be marked on the inlet and outlet flanges.
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