JIS

F 7390-1996 F 7390-1996

@ Shipbuilding = Cocks with lock

1. Scope This Japanese Industrial Standard specifies marine cocks with lock (hereinafter referred to as
“cock™) used for lubricating oil, daily service tanks, etc.

Remark: This standard makes reference to the following standards:
JIS B 0207 - Metric fine screw threads
JIS F 7102 — Shipbuilding — Piping system in machinery space — Application for gaskets and packings
JIS F 7400 — Shipbuilding — Valves and cocks — General inspection reguirement
JIS H 3250 — Copper and copper alloy rods and bars
JIS H 3260 — Copper and copper alloy wires
JIS H 5111 - Bronze castings

2, Construction, shape and dimensions The construction, shape and dimensions shall be as shown in

Fig 1. The permissible deviation of body thickness “a” shall, as a rule, be within :'I'; %, but when the
calculated value is below 0.5 mm, the permissible deviation may be 0.5 mm.

3. Materials The materials shall, as a rule, be as shown in Fig 1.

4. Tests and inspection The cocks shall be subjected to the following items of inspection in accordance
with JIS F 7400.
(1)  Material inspection
(2) Visual inspection
(3) Dimensional inspection
(4)  Assembly inspection
(5) Hydraulic inspection
The cocks shall be tested as follows:
Watertight inspection for cock plug and hydraulic inspection for body: 0.2 MPa each

5. Designation The cocks shall be designated by the title or the symbol. JIS number and nominal
diameter,

Example: For a cock of nominal diameter 10 mm:
Marine 10 cocks with locks
or FCI 10 or JISF 7390 - 10
nominal di
marine cock with lock

6. Marking  The following particulars shall be marked on the body:
(1) Nominal diameter
Example: 10
2) Manufacturer’s name or mark
(&) Year of manufacture of the abbreviated
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Remark:  The threads dy and d shall conform to JIS B 0207.

No. Component Material

1 Body

2 Cock plug JISH 5111 - BC6

3 Handle

: P“H_TE | JISH 5111 — BC 6 or

i i s JIS H 3250 — C 3771 BD

[ Seat ring

7 Hinge pin IS H 3260 — C 2600 W

8 Packing NS F 7102 e

Fig. 1
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