JIS

F 7456-1999
Shipbuilding - Remote shut-off devices for fuel oil tank
and lubricating oil tank emergency shut-off valves

1. Scope This Japanese Industrial Standard specifies remote shut-off devices for marine fuel oil tank and
lubricating oil tank emergency shut-off valves.
2. Reference standards The following standards form part of the requirements of this Standard when
quoted. The latest edition of these standards shall be applied. =

JISE 2201  Overhead contact lines - Fittings

JIS F 7020 Shipbuilding - Turnbuckles with eve bolts

JIS G 3101 Rolled steels for general structure

JIS G 3131 Hot-rolled mild steel plates, sheets and strip

JIS G 3452 Carbon steel pipes for ordinary piping

JIS G 3525 Wire ropes

JIS H 3100 Copper and copper alloy sheets, plates and strip
X Classification The remote shut-off devices shall be classified into three types: two-handle type,

four-handle type and six-handle type.

4. Construction, shape and dimensions The construction, shape and dimensions shall be as shown in Fig.
2 and Fig. 3. In addition, the following requirements shall be complied with. The remote shut-off devices
shall, as a rule, have no recess,

a)  Turnbuckles with eye bolt shall conform to the requirements of JIS F 7020.

b) Wire clips shall conform to the requirements of JIS E 2201,

c) Wire ropes shall conform to the requirements of JIS G 3525, No. 2 (6 = 12), diameter of 4 mm.

5. Materials The materials of emergency shut-off devices shall be as given in Table 1.
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Table 1 Materials
No. Component Material
1 Bracket JIS G 3101-55400
2 Roller JIS G M52-5GP
JIS G 3101-585400
3 Collar JIS G 3101-55400
4 Eye plate
5 | Fastening plate JIS G 3131-SPHC
f Indicating plate JIS H 3100-C2801P
7 | Handle JIS G 3101-55400
8 Turnbuckle with eye bolts JIS F 7020
9 Guide tube JIS G 3452-SGP
10 Guide tube JIS G 3452-5GP
JIS G 3101-55400
11 Wire clip JIS E 2201
12 | Guide tube JIS G 3452-SGP
JIS G 3101-85400
13 Cover Acrylic resin
14 | Wire rope JIS G 3525

6. Equipment The remote shut-off devices shall be equipped as shown in Fig. 1.

that it can be easily removed and be marked with a distinguishable colour.

The cover shall be such

7 Tests and inspection The remote shut-off devices shall be free from defects when visually inspected,
and shall prove to function without abnormalities.

8. Designation The remote shut-off devices shall be designated by title and type.

used in place of the title.

Example:

JIS number may be

Remaote shut-off device for Marine fuel oil tank emergency shut-off valves with two-handle type, or

JIS F 7456-2.

Related standards: JIS F 7399  Marine fuel oil tank emergency shut-off valves
Carbon steel for machine structural use

JIS G 4051

JIS G 5702 Black heart malleable iron castings
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