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@ JAPANESE INDUSTRIAL STANDARD JIS

Glass Globes for Marine Electric Lights F 8402-1963
’ (Reaffirmed 1969)
1. Scope

This standard.is applicable to glass globes, hereinafter referred to as the
""globe'’, used in marine electric lights.

2. Classification and Type

The classification and type of globe shall be as given in Table 1.

Table 1
Class Type . Reference Fig,
90 |
A, Band C 0 120 i Attached Fig, 1
135
5 175 Attached Fig. 6
F 1 250, 300 Attached Fig, 2
2 and Attached Fig. 3
B and C !$3 350 Attached Fig. 4
4 - 300 . Attached Fig, 5
9 206 | Attached Fig., 7
57 Attached Fig, 8-
90 |- Attached Fig. 9
A, Band C 0 -
' ' 120 Attached Fig, 8
135 Attached Fig, 9 )
S 205 Attached Fig, 10
’ 230 © Attached Fig, 11
B and C 6 145 Attached Fig, 12
7 150 | Attached Fig, 13
8 - 110 Attached Fig, 14
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Remarks 1. Class symbols in the table signify the shape of fitting part and

kind of glass as follows:

Shape of Fitting Part Kind of Glass

A,,.. Clear
B.... Frosted
C.... Opaque

F .... Cylindrical flange type
S .+.. Cylindrical screw-in type

2. The numerals in class symbols signify the shape of globe as
shown in Attached Fig.

3. The type is discriminated by the outside diameter (mm) of the
globe.

3. Shape and Dimension

The shape and dimensions of globe shall be as shown in Figs. 1 to 14 with
the exception of dimensions for parts fitting to the holder of globe of screw~in
type globe which shall be as indicated in the following figure.

Figure
Unit: mm
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Units mm
Type of fitting d
part of holder “ 2 A
No. 1 60.94 ~ 61,33 58.27 ~ 58,65 20 1
No. 2 84,36 ~ 84,74 81.69 ~ 82,07 2411
No. 3 124,04 ~ 124, 42 121.36 ~121, 74 24 11

4, Quality

The qualities of globe are specified as follows:

(1) The globe A shall be of a good quality clear glass, strongly and evenly

made.
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