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@ JAPANESE INDUSTRIAL STANDARD JIS

Morse Signal Liamps for Marine Use F 8450-1962
(Reaffirmed 1968)
1, Scope

This standard specifies Morse signal lamps for marine use having incan-
descent lamp as a light source,

2. Type

The type shall be as the following table:

Table
Type Kind of lampholder Bulb used W
Type 1 FB 15 or FE 12 20
Type 2 FB 22 or FE 26 20

Remarks 1. Type 1 shall show those of three lamps use and Type 2 four
lamps use.

2. The applicable electric lamp bulb shall comply with general
illumination use (transparent) and special illumination use
(transparent) in JIS F 8407,
3. _Material
The material shall be as Attached Figs. 1 and 2.

4, Construction, Shape and Dimension

The construction, shape and dimension shall be as Attached Figs. 1 and 2
and shall comply with the following respective items:

(1)  Metallic part shall be given either plating or rust preventive treated
painting through designation by user,

Reference Standards:

"JIS F 8001 - General Rules for Waterproof Testing for Marine Electric
Appliances

JIS F 8401-Marine Lamp Sockets

JIS F 8405~ Lenses for Marine Morse Signal Lamps

JIS F 8407 -Marine Lamps

JIS F 8801l-Marine Watertight Cable Glands for Electric Appliances
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