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@ JAPANESE INDUSTRIAL STANDARD JIS

Keys for Morse Signal Lamps for Marine Use F 8451~1962

(Reaffirmed 1968)
1. Scope

This standard specifies keys for morse signal lamps for marine use, herein-
after referred to as the "keys'", . )

2. _Material
The material shall be as Attached Fig. and shall comply with the following:
Contact shall be of combining silver with tungsten or good q_uallty not inferior

hereto.

3. Construction, Shape and Dimension

The construction, shape and dimension shall be as shown in Attached Fig.
and shall comply with the following respective items:

(1) Metallic part shall be given painting, plating or others- such as not to
develop corrosion or rust easy,

(2) Internal wirings shall be of insulated stranded copper wire of nominal
conductor sectional area not less than 1, 25 mm?2..

(3) Operating force on key handle shall be 450 ~900 g with the stroke about
10 mm and capable of adjusting lesser.

(4) Condensers with an electrostatic capacity of 0.1 gF at rated voltage of
600 V conforming to JIS C.6438 shall be connected between contact points,

(5) Through cable glands shall, as a rule, comply with nominal dimension
20 in JIS F 8001,

(6) Terminals shall cornply with JIS F 8811,

(7) Insulation distance shall be not less than 6 mm,

(8) Body shall be equipped with earth terminal in the suitable position,

Reference Standards:

JIS C 6438-Fixed Paper Capacitors for Direct Current

JIS F 8001-General Rules for Waterproof Testing for Marine Electric
Appliances

JIS F 8801-Marine Watertight Cable Glands for Electric Appliances
JIS F 8811-Small Electric Teirminals for Marine Use

JIS G 3502-Piano Wire Rods .
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