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JAPANESE INDUSTRIAL STANDARD JIS

Daylight Signalling Lamps for Marine Use -F 8455-1964

1. Scope

This standard specifies daylight signalling lamps for marine use applying incandescent
lamp as a light source, hereinafter referred to as the "lamp",

2. Type and Applicable Electric Lamp

Type and applicable electric lamp shall be as shown in Table 1.

Table 1
Applicable electric lamp
Type
: Rated voltage V Input wattage W.
20 _ - 500
110, 115 or 220
30 1000

Remarks 1. Type shall be differentiated by the
effective diameter of reflectors
(cm).

2, Applicable electric lamps shall conform
to those for daylight signalling lamps
specified in JIS F 8407,

Reference Standaxrds:
JIS C 7709-Kinds and Dimensions of Bases and Sockets for Electric Lamps
JIS F 8001 —Method of Watexproof Testing for Marine Electric Appliances
JIS F 8407-Marine Lamps : ’
JIS ¥ 8801-Marine Watertight Cable Glands (for Electric Appliances)
JIS F 8806-Marine Cab Tire Cord Protecting Sheaths
jIS F 8811-Small Electric Terminals for Marine Use
JIS F 8812-Electric Terminal Blocks for Marine Use
JIS F 8845-Rotary Switches (250 V Type) for Marine Use
JIS G 4305-Cold Rolled Stainless Steel Sheet and Plate
JISH 4104- Anti-corrosion Alilminium Alloy Sheet and Plate (Rectangle)
JIS H 5202-Aluminium Alloy Castings 7
Jis H 8601-Surface Film by Anodic Treatment
JIS R 3202-Polished Plate Glass - Documents
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