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@ JAPANESE INDUSTRIAL STANDARD 718
Marine Electric Buzzers F 8502-1958
(Reaffirmed 1970)
1. Scope

This standard specifies marine electric buzzers used for signalling and warning on boaxd.

2, Class, Type and Rated Voltage

Class, type and rated voltage shall be as shown in Table 1.

Table 1
VRated voltage V
Class Type
DC AC
S ;
1 -
F 22, 100,
100, 110,
S . 110, 115,
115
2 ST - | 220
STL

Remarks: Class 1 shall be non-watertight and Class 2 watertight.
Type symbol S shall denote surface-type and F flush type.
- Type symbol L shall denote the buzzers with a pilot lamp
and T those with a terminal box.

3. Material

Materials shall be as showin in Figs. 1to 5, and shall comply with the following
respective items:

(1) Incase of usiné phenol resins as insulators, they shall conform to the following
Grade 1 (PM 131) in JIS K 6704-Moulding Materials by Phenol Resin.

(a) Moulded parts shall be Class 1 No. 1 Grade 1 (PM 111) or Class 1 No, 3
Grade 1 (PM 131) in JIS K 6704-Moulding Materials by Phenol Resin,

(b) Laminated plates shall be Class 1 No. 1 Grade 1 (PL 111) or Class 1 No. 3
Grade 1 (PL 22,) in JIS K 6706-Laminated Plate by Phenol Resin. |

(2) Contacts shall be of combination of silver and tungsten or of substance of equivalent
or superior quality to this. :

4, Construction, Shape and Dimensions

Construction, shape and dimensions shall be as shown in Figs. 1 to 5, and shall comply
with the following respective items:
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