
JIS 
S JAPANESE 

I N DUSTR IAL 
STA N DA R D 

Translated and Published by 
Ja pa nese Stand a rds Association 

Steel and iron- 
Sampling and preparation 
of samples for the determination 
of chemical composition 

ICs 77.080.01 

Descriptors : cast-iron, steels, chemical analysis and testing, determination of content, 

Reference number : JIS G 0417 : 1999 (E) 
sampling equipment, specimen preparation 

27 S 
Full document details: JIS G 0417-1999

http://www.avadocuments.com/doc/jis-g-0417-1999
http://www.avadocuments.com/doc/jis-g-0417-1999


~- 

STDmJIS G 0417-ENGL 2999 4933b08 05bb762 137' 1 

G 0417 : 1999 (IS0 14284 : 1996) 

Foreword 

This translation has been made based on the original Japanese Industrial 
Standard established by the Minister of International Trade and Industry 
through deliberations at the Japanese Industrial Standards Committee 
in accordance with the Industrial Standardization Law: 
This Standard has been employed IS0 14284 : 1996 Steel and iron- 
Sampling and preparation of samples for the determination of chemical 
composition for the purpose of conforming to the International Standard. 

Date of Establishment: 1999-12-20 
Date of Public Notice in Official Gazette: 1999-12-20 
Investigated by: Japanese Industrial Standards Committee 

Divisional Council on Iron and Steel 

JIS G 0417: 1999, First English edition published in 2000-10 

Translated and published by: Japanese Standards Association 
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN 

In the event of any doubts arising as to the contents, 
the original JIS is to be the final authority. 

8 JSA 2000 
All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or 
utilized in any form or by any means, electronic or mechanical, including photocopying and 
microfilm, without permission in writing from the publisher. 

Printed in Japan 

Full document details: JIS G 0417-1999

http://www.avadocuments.com/doc/jis-g-0417-1999
http://www.avadocuments.com/doc/jis-g-0417-1999


STD=JIS G 0417-ENGL 1999 111 4933L08 05bb7b3 O76 111 

G 0417 : 1999 (IS0 14284 : 1996) 

Contents 

Page 

1 

Introduction ................................................................................................................. 

2 

3 

4 

4.1 

4.2 

4.3 

4.4 

4.5 

5 

5.1 

5.2 

5.3 

5.4 

6 

6.1 

6.2 

6.3 

6.4 

6.5 

7 

7.1 

7.2 

7.3 

Scope .................................................................................................................... 

Normative references ........................................................................................ 

Definitions .......................................................................................................... 

Requirements for sampling and sample preparation .................................. 
General .............................................................................................................. 
Sample ............................................................................................................... 
Selection of a sample ...................................................................................... 
Preparation of a sample ................................................................................. 
Safety precautions ........................................................................................... 

Liquid iron for steelmaking and pig-iron production ................................. 
General .............................................................................................................. 
Spoon sampling ................................................................................................ 
Probe sampling ................................................................................................. 
Preparation of a sample for analysis ........................................................... 

Liquid iron for cast iron production .............................................................. 
General .............................................................................................................. 
Spoon sampling ................................................................................................ 
Probe sampling ................................................................................................. 
Preparation of a sample for analysis ........................................................... 

nitrogen and hydrogen .................................................................................... 
Sampling and sample preparation for the determination of oxygen, 

Liquid steel for steel production ..................................................................... 

Spoon sampling ................................................................................................ 
General .............................................................................................................. 

Probe sampling ................................................................................................. 

1 

1 

1 

1 

3 

3 

4 

6 

6 

9 

10 

10 

10 

12 

12 

13 

13 

13 

15 

15 

17 

18 

18 

18 

19 

Full document details: JIS G 0417-1999

http://www.avadocuments.com/doc/jis-g-0417-1999
http://www.avadocuments.com/doc/jis-g-0417-1999


~ 

STDoJIS G 0417-ENGL Lqqq 0 4933608 0566764 TO2 I 

G 0417 : 1999 (IS0 14284 : 1996) 

7.4 

7.5 

7.6 

8 

8.1 

8.2 

8.3 

9 

9.1 

9.2 

10 

Preparation of a sample for analysis ........................................................... 20 

Sampling and sample preparation for the determination of oxygen ..... 20 
Sampling and sample preparation for the determination of 
hydrogen ............................................................................................................ 21 

Pig-irons .............................................................................................................. 22 

General .............................................................................................................. 22 

Increment sampling ........................................................................................ 22 

Preparation of a sample for analysis ........................................................... 24 

Cast-iron products ............................................................................................. 26 

Sampling and sample preparation ............................................................... 
General .............................................................................................................. 26 

26 

Steel products ..................................................................................................... 28 

10.1 General .............................................................................................................. 
10.2 Selection of a preliminary sample or a sample for analysis from 

a cast product ................................................................................................... 
10.3 Selection of a preliminary sample or a sample for analysis from a 

wrought product ............................................................................................... 
10.4 

10.5 Sampling of leaded steel ................................................................................ 
10.6 

10.7 

Preparation of a sample for analysis ........................................................... 

Sampling and sample preparation for the determination of oxygen ..... 

hydrogen ............................................................................................................ 
Sampling and sample preparation for the determination of 

Annex 1 (informative) Sampling probes for use with liquid iron and 
steel ................................................................................... 

Annex 2 (informative) Sampling probes for use with liquid steel for the 
determination of hydrogen ............................................ 

Annex 3 (informative) Sampling apparatus and preparation mould for 
splash sample .................................................................. 

28 

29 

29 

31 

32 

32 

33 

35 

43 

46 

8 

Full document details: JIS G 0417-1999

http://www.avadocuments.com/doc/jis-g-0417-1999
http://www.avadocuments.com/doc/jis-g-0417-1999


JAPANESE INDUSTRIAL STANDARD JIS G 0417: 1999 
(IS0 14284 : 1996) 

Steel and iron-Sampling and preparation 
of samples for the determination 

of chemical composition 

Introduction This Japanese Industrial Standard has been prepared based on IS0 
14284, Steel and iron-Sampling and preparation of samples for the determination 
of chemical composition issued in 1996 as the ñrst edition without changing the technical 
contents. 

The portions underlined with dots in this Standard are not stated in the original 
International Standard. 

1 Scope This Standard specifies methods for sampling and sample preparation 
for the determination of the chemical composition of pig iron, cast iron and steel. 
Methods are specified for use with both liquid and solid metal. 

2 Normative references The following standards contain provisions which, through 
reference in this Standard. At the time of publication, the editions indicated were 
valid. All standards are subject to revision, and parties to agreements based on this 
Standard are encouraged to investigate the possibility of applying the most recent 
editions of the standards indicated below. Members of IEC and IS0 maintain reg- 
isters of currently valid International Standards. 

JIS G 1253 Iron and steel-Method for spark discharge atomic emission spectro- 
metric analysis 

JIS R 6001 Bonded abrasive grain sizes 

IS0 377-1 : 1989 Steel and steel products-Location of samples and test pieces 
for mechanical testing 

IS0 9147 : 1987 Pig-irons-Definition and classification 

Informative reference : IS0 377-1 : 1989 has been replaced by the following stan- 
dard: 

IS0 377 : 1997 Steel and steel products-Location and 
preparation ._....______.______.________ of samples __.___.._...__..__.__.- and test pieces ._._.__.._.-.___. for 
mechanical testing 

.......................................................................................................... ._-.-.._..---_ .__-__..__._..__._-_.---. ..._......__ 

............................................................... ................................................. 

..__..--___.-......,..~~~~~.~~...~. . 

3 Definitions For the purposes of this Standard, the following definitions apply. 

3.1 chemical method of analysis Method for the determination of chemical com- 
position in which the sample is submitted to chemical reaction. 

3.2 physical method of analysis Method for the determination of chemical com- 
position in which the determination of composition is carried out without submit- 
ting the sample to chemical reaction, for example an optical emission spectrometric 
method, an X-ray fluorescence spectrometric method. 

3.3 thermal method of analysis Method for the determination of chemical com- 
position in which the sample is submitted to a process of heating, combustion or fu- 
sion. 
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3.4 melt Liquid metal from 

1999 4933608 05bL7bb 885 

which a sample is removed. 

3.5 spoon sampling Method in which the sample is taken from the melt, or dur- 
ing the pouring of the melt, using a long-handled spoon, and cast into a small mould. 

3.6 spoon sample Sample taken *om the melt using a spoon and cast into a small 
mould. 

3.7 probe sampling Method in which the sample is taken from the melt using a 
commercially available sampling probe inserted into the melt. 

3.8 immersion sampling Method of probe sampling in which the probe is im- 
mersed in the melt where the sample chamber in the probe fills by ferrostatic pres- 
sure or gravity. 

3.9 suction sampling Method of probe sampling in which the probe is immersed 
in the melt where the sample chamber in the probe fills by aspiration. 

3.10 stream sampling Method of probe sampling in which the probe is inserted 
into a stream of liquid metal where the sample chamber in the probe fills by the 
force of metal flow. 

3.11 probe sample 
sampling probe. 

Sample taken from the melt using a commercially available 

3.12 cast product Item of iron or steel which has not been subject to deforma- 
tion, for example, an ingot, a semi-finished product obtained by continuous casting, 
a shaped casting. 

3.13 wrought product Item of steel which has been subject to deformation by rolling, 
drawing, forging or some other method, for example, a bar, a billet, a plate, a strip, 
a tube, a wire. 

3.14 sample product Specific item of iron or steel selected fkom a supplied quantity 
for the purpose of obtaining a sample. 

3.15 preliminary sample Suscient quantity of metal selected from the sample 
product for the purpose of obtaining one or more samples for analysis. 

3.16 sample for analysis Part of the sample product, or part of the preliminary 
sample taken from the sample product, or part of the sample taken from the melt, 
brought to a required condition for submission to analysis. 

The sample for analysis may comprise the sample product itself or the sample 
taken from the melt. 

Note 1 The following categories of sample for analysis are distinguished: 
- sample in the form of a solid mass; 
- sample that has been remelted; 
- sample in the form of chips obtained by machining; 
- sample in the form of fragments obtained by comminution; 
- sample in the form of powder obtained by comminution. 
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3.17 test portion Part of the sample for analysis, or part of the sample taken 
from the melt, actually submitted to analysis. In certain cases, the test portion may 
be selected from the sample product itself. 

Notes 2 The following special types of test portions in the form of a solid mass 
obtained from a probe sample are distinguished: 
- test portion in the shape of a small disc, commonly described as a 

slug, obtained by punching; 

- test portion in the form of a small appendage, commonly described 
as a lug; 

- test portion in the form of a small-diameter rod, commonly described 
as a pin, obtained by cutting. 

3 When the sample for analysis is in the form of chips or powder, or when 
a sample in the form of a solid mass is analysed by a thermal method, 
the test portion is obtained by weighing. In the case of a physical method 
of analysis, the part actually analysed will constitute only a small mass 
of the sample for analysis. In an optical emission spectrometric method, 
the mass of metal consumed in an electrical discharge is about 0.5 mg 
to 1 mg; in an X-ray fluorescence spectrometric method, the character- 
istic radiation is produced from a very thin surface layer of the sample. 

3.18 grinding Method of preparing a sample of metal for a physical method of 
analysis in which the surface of the sample for analysis is abraded using an abra- 
sive wheel. 

3.19 linishing Method of preparing a sample of metal for a physical method of 
analysis in which the surface of the sample for analysis is abraded using a flexible 
rotating disc or continuous belt coated with an abrasive substance. 

3.20 milling Method of preparing sample chips or the surface of a sample for a 
physical method of analysis in which the surface of the sample is machined using a 
rotating, multi-edged cutting tool. 

3.21 consignment Quantity of metal delivered at  one time. 

3.22 
signment. 

increment Quantity of metal obtained by sampling at one time from a con- 

4 Requirements for sampling and sample preparation 

4.1 General This clause covers the general requirements for the sample, and for 
the sampling and sample preparation of iron and steel. Special requirements apply 
to each category of liquid and solid metal and these are considered in the relevant 
subclause. 

The sequence of sampling and sample preparation of liquid iron and steel, and 
cast iron and steel products is shown in Fig. 1. 

r 
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Special considerations apply to pig irons (see clause 8). 

sample 

sample for 
anaìysis 

I --r-l- Test portion 

I l 

i-? Test portion 

1) Liquid iron and steel b) Cast iron and steel products 

Fig. 1 Sequence of sampling and sample preparation 

4.2 Sample 

4.2.1 Quality Sampling practices shall be designed to provide a sample for analysis 
that is representative of the mean chemical composition of the melt or the sample 
product. 

The sample for analysis shall be sufficiently homogeneous with respect to chemi- 
cal composition such that in homogeneity does not appreciably contribute to the error 
variability of the method of analysis. 

However, in the case of a sample taken from a melt, some variability in analysis, 
both within and between samples for analysis, may be unavoidable; this variability 
will form an inherent part of the repeatability and reproducibility of the analysis. 

The sample for analysis shall be free from surface coatings, and from moisture, 
dirt or other forms of contamination. 

As far as possible, the sample for analysis should be free from voids, cracks and 
porosity, and from fins, laps or other surface defects. 

Particular care shall be taken when selecting and preparing the sample for analysis, 
where a sample taken from a melt is expected to be heterogeneous or contaminated 
in any way. 
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A sample taken from a melt shall be cooled in such a manner that the chemical 
composition and metallurgical structure of the sample is consistent from sample to 
sample. 

It is important to  recognize that analysis by some physical methods may be influ- 
enced by the metallurgical structure of the sample, particularly in the case of irons 
with white and grey iron structures, and in the case of steels in the as-cast and wrought 
conditions. 

4.2.2 Size The dimensions of a preliminary'sample in the form of a solid mass 
shall be sufficient to permit additional samples for analysis to be taken for re-analysis, 
where necessary using an alternative method of analysis. 

A sample for analysis, of a sufficient mass to provide for any re-analysis neces- 
sary,  shall be prepared. Generally, a mass of 100 g will be sufficient for a sample in 
the form of chips or powder. 

The dimensional requirements for a sample for analysis in the form of a solid 
mass will depend upon the method selected for analysis. In the case of optical emis- 
sion and X-ray fluorescence spectrometric methods, the shape and size of the sample 
will be determined by the dimensions of the sample chamber. The dimensions for 
samples for analysis given in this Standard should be regarded as indicative only. 

4.2.3 Identification A sample for analysis shall be assigned a unique identifica- 
tion in order to  determine the melt of sample product from which it was taken and, 
if necessary, the processing conditions of the melt or the location of the preliminary 
sample or the sample for analysis in the sample product. 

A sample for analysis of pig iron shall be assigned a unique identification in or- 
der to determine the consignment or part of a consignment and the increment from 
which it was taken. 

Labelling or some equivalent method of marking shall be used to ensure that the 
assigned identification remains associated with the sample for analysis. 

The identification, status and condition of the sample shall be recorded to ensure 
that confusion cannot arise as to the identity of the item to which analysis and records 
refer. 

' 

4.2.4 Conservation Adequate storage facilities shall be provided to segregate and 
protect the sample for analysis. During and after preparation, the sample for analysis 
shall be stored in such a way as to  prevent contamination or chemical change. 

It is permitted to  conserve the preliminary sample in the form of a solid mass, 
and a sample for analysis may then be prepared when required. 

The sample for analysis, or the preliminary sample in the form of a solid mass, 
shall be kept for a sufficient period of time t o  protect the integrity of the test labo- 
ratory. 

4.2.5 Arbitration In the case of a sample intended for arbitration, the sample 
for analysis shall be prepared jointly by the supplier and purchaser, or by their rep- 
resentatives. A record shall be kept of the methods used for preparing the sample 
for analysis. 
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Containers with samples for analysis intended for arbitration shall be sealed by 
both parties or by their representatives. Unless agreed to the contrary, these con- 
tainers shall be kept by the representatives of each party responsible for the prepa- 
ration of samples. 

4.3 Selection of a sample 

4.3.1 Sample from a melt Melts are sampled at  various stages in the manufac- 
turing process for the purposes of monitoring and controlling the process. Samples 
can be taken during the casting of the melt t o  verify chemical composition in accor- 
dance with the specification of the cast product. In the case of liquid metal intended 
for the production of a casting, the sample for analysis may be selected from test 
bars or blocks specially cast from the same metal as that of the casting for purposes 
of mechanical testing, in accordance with the product standard. 

Sampling practices for melts shall be designed to  provide samples during a par- 
ticular manufacturing process in accordance with requirements for sample quality 
(see 4.2.1). The sample obtained from a melt is usually in the form of a small ingot, 
a cylindrical or rectangular block, a chill-cast disc or a combination of a disc with 
one or more attached pins; in some cases small lugs are attached to a disc sample. 

Note 4 Sampling probes for use with liquid iron and steel may be obtained 
from a number of suppliers; the main features of the different types 
of probe are distinguished in Annexes A and B, which include dimen- 
sions for information only. 

4.3.2 Sample from a product The preliminary sample or the sample for analy- 
sis can be selected from the sample product at  the location indicated in the product 
specification for the selection of material for mechanical testing, when available. 

In the case of an iron casting, the sample for analysis can be selected from a bar 
or block cast onto the casting. 

In the case of a forging, the sample for analysis can be selected from the initial 
starting material from which the forging has been made, or from prolongations of 
the forging or from additional forgings. 

In the absence of requirements given in the product standard, or of a specifica- 
tion when ordering the product, the sample for analysis may, following agreement 
between the supplier and the purchaser, be selected from the sample for mechanical 
testing or from the test piece, or directly from the sample product. 

The preliminary sample or the sample for analysis can be obtained from the sample 
product by machining or by using a cutting torch. Special considerations apply in 
the case of sampling for the determination of certain elements. 

4.4 Preparation of a sample 

4.4.1 Preliminary preparation If any part of the sample is liable to be non-rep- 
resentative in chemical composition, for example due to oxidation, it may be agreed, 
following an investigation to establish the nature and extent of any change in com- 
position, t o  remove from the sample those parts that have changed. Following this 
operation, the sample shall then be protected from any change in composition. 
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If necessary, the surface of the metal shall be laid completely bare at the point of 
machining, by any suitable means, to remove any coating that has been applied during 
manufacture. 

If necessary, the surface of the metal shall be degreased by means of a suitable 
solvent, taken care to ensure that the manner of degreasing does not affect the cor- 
rectness of analysis. 

4.4.2 Sample for analysis in the form of chips The sample for analysis shall 
consist of chips of a regular size and shape. These may be obtained by methods 
such as drilling, milling, turning or punching. The chips shall not be taken from a 
part of the sample that has been affected by the heat of a cutting torch. 

The tools, machines and containers used during preparation of the sample shall 
be cleaned beforehand to prevent any contamination of the sample for analysis. 

Machining shall be carried out in such a way that the chips are not subject to 
overheating, as indicated by a change in the colour (blueing or blackening) of the 
chips. Unavoidable coloration of chips obtained from some types of alloy steels, for 
example manganese and austenitic steels, can be minimized by selection of appro- 
priate tools and cutting speeds. 

Heat treatment may be required to soften the sample for machining. 

The use of coolants during machining is only permitted in exceptional cases; af- 
ter which the chips shall be cleaned by means of a suitable solvent which does not 
leave any deposit. 

Chips shall be thoroughly mixed before weighing the test portion. For most pur- 
poses, it is satisfactory to  mix the chips by rolling the container on a level surface 
and/or gently tumbling the container. 

4.4.3 Sample for analysis in the form of a powder or fragments Where drilling 
of the sample to obtain chips is impracticable, it shall be cut or broken into pieces. 
These pieces shall then be crushed using a percussion mortar or a vibratory grind- 
ing mill, also known as a disc mill or ring mill, to obtain a sample for analysis in 
the form of a powder, the whole of which passes through a sieve of a specified aper- 
ture size. 

In some applications for the determination of carbon using a thermal method of 
analysis, the sample is crushed in a percussion mortar to obtain a sample for analy- 
sis in the form of fragments with a particle size range of approximately 1 mm to 
2 mm. 

Equipment used for comminution shall be constructed from material which does 
not alter the sample composition. Suitable tests may be necessary to show that the 
use of such equipment does not affect the composition of the sample for analysis in 
any way. 

Comminution shall not be used for the preparation of samples of graphite-bear- 
ing irons. 

The sieving operation shall be performed taking all precautions necessary to avoid 
contamination or loss of material. When sieving hard materials, care shall be taken 
to  avoid damaging the fabric of the sieve. 

The sample for analysis shall be homogenized before weighing the test portion. 
Powders can be homogenized by stirring. 
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CAUTION : Finely-divided metals of particle size less than approxi- 
mately 150 pm can present a fire risk. Ensure that there 
is adequate ventilation during comminution. 

4.4.4 Sample for analysis in the form of a solid mass 

4.4.4.1 Selection of the sample for analysis The sample for analysis shall be 
obtained by cutting, from the sample product or preliminary sample, a piece of size 
and shape suitable for the method of analysis. Samples shall be cut by sawing, abrasive 
cutting, shearing or punching. 

In the absence of any indication in the product standard, analysis by a physical 
method shall be carried out on that part of the sample corresponding to a trans- 
verse section of the product, provided that the material has sufficient thickness. 

4.4.4.2 Surface preparation of the sample for analysis The sample for analysis 
shall be prepared to expose a surface suitable for the method of analysis. Prepara- 
tion of a surface for analysis shall not be carried out on any part of a sample that 
has been affected by the heat of a cutting torch. The equipment used for sample 
preparation shall be designed to minimize overheating the sample and, where ap- 
propriate, shall incorporate systems of cooling. 

Four main types of equipment used for surface preparation may be distinguished. 

a) A milling machine capable of removing a preselected depth of metal in a repro- 
ducible manner, for use with samples that are within a hardness range suit- 
able for milling. The equipment should be able to  be used, if required, with a 
sample taken from a melt where the sample is still hot. 

b) A grinding machine with a fixed, rotating or oscillating head capable of remov- 
ing a preselected depth of metal in a reproducible manner. 

A flat-bed linishing machine with abrasive grinding discs, or a machine with 
continuous abrasive-belts, able to be used to prepare the surface of the sample 
for analysis to varying grades of finish. 

A machine for blasting with sand, grit, or metal shot, able to be used in special 
applications to clean the surface of the sample for analysis or the test portion. 

After preparation, the surface of the sample for analysis shall be flat and free 
from defects which affect the correctness of analysis. 

Cutting and surface preparation can be performed either manually or automati- 
cally. In the case of samples taken from melts, commercially available systems, which 
perform each stage of preparation automatically, may be used. 

Systems for the automatic preparation of surfaces of dual-thickness probe samples 
[see 2.3 c) in Annex i], and for the punching of slugs forming test portions, may 
incorporate facilities for the sand-blasting of the sample and for heat treatment to 
soften the sample before punching. 

The abrasive substances used in the final stage of preparing the sample for analysis 
shall be selected so as to avoid contaminating the surface with elements that are to 
be determined by the analysis method. The grit size of the abrasive shall be in 
accordance with the grade of surface finish required for the analysis method. 

c) 

d) 
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In the case of optical emission spectrometric methods, an abrasive with a - - - grade - . - - -. - - - 
of _____...._. 36 grit _..__...__________.- to 240 grit _-_.__.. specified ............................................. in JIS R 6001 is normally suitable. In the case of X- 
ray fluorescence spectrometric methods, it is essential to ensure that the method 
selected for surface preparation produces a grade of surface finish that is reproduc- 
ible from sample to sample. In addition, there should be no smearing of the surface. 

Grade of 36 grit to 240 grit quoted in clause 7 of JIS Informative reference : .......................................................................... ___.---....___.__-._ __.____- .--._-_-_..--._..._..--.._....--.---.-----~~.--. 
G 1253 are employed in this Standard while grade 
of 60 k t  to 120 glit are sDecified in I s 0  14284. 
-.--._----_--__......_......... .--- ....................................................... _........ 

The effect of abrasive materials depends on the analytical method. When using 
optical emission spectrometric methods, the action of presparking will normally clean 
the surface of the sample for analysis by volatilizing any grinding contaminants. 

However, particular care is required to avoid surface contamination when using 
a new abrasive disc. 

When using X-ray fluorescence spectrometric methods, all the phases of surface 
preparation shall be examined for potential surface contamination effects. 

The sample for analysis shall be examined visually after preparation to establish 
that the surface is free from particulate matter and that there are no defects; the sample 
shall be resurfaced or discarded if defects are present. The sample for analysis shall 
be dry and care shall be taken to protect the prepared surface from contamination. 

4.4.5 Preparation of a sample for analysis by remelting A sample in the form 
of small pieces or chips, or a part of the sample product itself, can be remelted in an 
atmosphere of argon using commercially available melting equipment. The sample 
is converted into a disc, 40 mm to 30 mm in diameter and 6 mm thick, which is suitable 
for analysis by a physical method. Some types of remelting equipment incorporate 
facilities for the centrifugal casting of the disc. 

Partial losses of some elements can be experienced during the remelting process. 
It is essential to ensure that any selective volatilization or segregation of elements, 
or any other change in composition, which occurs is quantitatively known and does not 
significantly influence the analysis results. Suitable tests shall be carried out to show 
that any change in composition is both small in magnitude and reproducible. 

The equipment used and the method adopted for remelting shall be designed to 
prevent or  minimize a change in composition and to ensure that any change is re- 
producible. A deoxidant, for example 0.1 % (nlm) zirconium, should be used during 
remelting. The method used for calibration of the analytical measurement shall take 
account of any change that does occur. 

Not all ferrous metals can be remelted in this manner. This method shall not be 
used for sample preparation for the determination of an element which is subject to 
a significant and non-reproducible change in composition, when remelted. 

4.5 Safety precautions 

4.5.1 Personal protection Personal protective equipment shall be provided to mini- 
mize the risk of injury during sampling and sample preparation methods. Provisions 
shall include protective clothing, hand protection and face visors resistant to splashes, 
for use during the sampling of liquid metal. Provisions shall also include protective 
clothing, hand, eye and hearing protection, for use during the sampling and sample 
preparation of solid metal; and respiratory protection for use where necessary. 
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4.5.2 Machinery The use of machinery for sampling and sample preparation shall 
be in accordance with appropriate national standards. Grinding operations used for 
surface preparation may be covered by national legislation. 

4.5.3 Hazardous substances Reference shall be made to appropriate national regu- 
lations with regard to the use of solvents for the cleaning and drying of samples and 
test portions. 

8 Liquid iron for steelmaking and pig-iron production 

5.1 General The following methods are applicable to the sampling of liquid blast- 
furnace iron intended for steelmaking,.and commonly described as hot metal, or for 
the casting of pig-iron. The liquid iron is normally sampled from the blast furnace 
runner while the melt is poured into torpedo ladles, or from transfer vessels, or during 
secondary treatment processes in the ladle, or during the casting of the melt into 
pig-iron. 

The chemical composition of iron may fluctuate during run-out from the blast 
furnace. T w o  or more samples should be taken from the melt at timed intervals and 
an average analysis determined. 

When physical methods are used for analysis, the method of sampling should be 
designed to chill the liquid metal in a manner which ensures that the metallurgical 
structure of the sample is suitable for the requirements of the analysis method se- 
lected. 

5.2 Spoon sampling 

8.2.1 Methods For sampling from a melt, immerse a preheated steel spoon into 
the melt and fill with liquid iron. Withdraw the spoon and remove any slag by skimming 
the surface of the liquid iron in the spoon. 

For sampling from a stream, introduce a preheated steel spoon into the stream 
from the ladle and fill it with liquid iron. 

Pour the liquid iron from the spoon without delay into a metal mould to chill the 
iron as rapidly as possible. Remove the sample from the mould and break off any 
riser. 

It is essential that the liquid iron should be poured into a mould that is cold to 
ensure adequate chilling; if necessary, the mould should be air-cooled before use. 
The mould shall be free from moisture. 

A disc-shaped sample, commonly described as a coin sample, can be obtained using 
a two-piece steel mould; the sample in typically 35 rnm to 40 mm in diameter with a 
thickness varying from 6 mm to 12 mm. The mould is constructed in two pieces which 
are clamped together while in use: one piece is a flat chill plate, the other is a block 
with the mould cavity. The edge of the mould cavity may be tapered, for example, 
from 38 rnm to 32 mm, to facilitate removal of the sample from the mould. A coin 
sample is vertically or horizontally cast in the mould. 

A coin sample with one or more attached pins can be obtained using a combina- 
tion-type mould. The pins are broken off from the disc and used, if required, as test 
portions for analysis by a thermal method. (A combination-type mould for use with 
liquid iron intended for the production of cast iron is shown in Fig. 2.) 
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A thin slab-shaped sample with a rounded end can be obtained using a cast iron 
or steel split-mould; the dimensions of the sample are typically 70 mm x 35 mm with 
a thickness of 4 mm. The two halves of the mould are beveled at the top to give a 
feeder head and are clamped together while in use. This type of mould may be pre- 
ferred for use with liquid iron containing high percentages of carbon. 

Dimensions in millimetres 

\ 

Mould cavity 
035 mm to 40 mm 

Thickness 
4mmto6mm x 

Note : The flat chill-plate (not shown) has similar overall dimensions. 

Fig. 2 Combination-type vertical mould used for sampling 
liquid iron intended for cast iron production 

5.2.2 Maintenance of equipment It is essential to keep sampling spoons and 
metal moulds clean and dry. After use, remove any slag and skull and clean the 
surfaces of the mould with a wire brush. 

Moulds should be remachined if the internal surfaces become worn. This avoids 
the need for additional machining of the sample during surface preparation. 
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5.3 Probe sampling 

5.3.1 General The different types of probes used for sampling blast furnace iron 
are described in Annex 1. Probes should be designed to provide a disc-shaped sample 
with a white iron structure which is sufficiently deep for the requirements of the 
physical method selected for analysis. 

Probe sampling is influenced by such factors as the angle and depth of immer- 
sion of the sampler in the melt, and immersion times can vary depending on the 
temperature of the liquid iron. These factors should be determined for the particu- 
lar iron making practice and thereafter strictly controlled to maintain the standard 
of quality of the sample for analysis. 

5.3.2 Methods For sampling from a melt, immerse a suitable immersion probe 
sampler into the melt a t  an angle as near as possible to the vertical plane. 

When sampling from the runner of a blast furnace, select the position of immer? 
Sion to give a sufficient depth of liquid metal for the use of a probe sampler. A depth 
of approximately 200 mm is adequate for most types of sampling probe. 

For sampling from a stream of liquid iron, introduce a suitable suction probe sampler 
into the metal flow from a ladle, at an angle of approximately 45" to the vertical 
plane, at a position as near as possible to the nozzle of the vessel. 

Withdraw the probe sampler from the melt after a predetermined interval of time, 
break it apart and allow the sample to cool in air. 

5.4 Preparation of a sample for analysis 

5.4.1 Preliminary preparation Remove any surface oxidation from a sample taken 
from the melt, that may contaminate the sample for analysis during subsequent 
preparation. 

5.4.2 Sample for analysis by a chemical method Break the sample into small 
pieces and crush pileces using a percussion mortar or a vibratory grinding mill to 
obtain a sufficient mass of sample for analysis of particle size preferably less than 
about 150 pm. Alternatively, obtain chips by drilling the sample at a low speed as 
described in 8.3.1. 

6.4.3 Sample for analysis by a thermal method Break the pin of a disc-shaped 
sample into pieces of a suitable mass for use as test portions, or use the lugs of a probe 
sample. Analyse a representative number of test portions to obtain an average value. 

Alternatively, crush the pin or lugs in a percussion mortar t o  obtain a sufficient 
mass of sample for analysis of particle size approximately 1 mm to 2 mm. Avoid the 
production of fine material during crushing. In the case of a slab-shaped sample, 
break the sample into small pieces and crush the pieces in a similar manner. 

6.4.4 Sample for analysis by a physical method In the case of a disc-shaped 
sample, remove any lugs or pins, as necessary, and then grind the surface of the 
sample to expose a white iron structure which is representative of the sample. The 
amount of material to be removed in this way shall be determined for the chemical 
composition of the particular iron and the conditions of sampling; the thickness of 
the layer to be removed normally lies between 0.5 mm and 1 mm (see 6 in Annex i). 
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