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Foreword

This translation has been made based on the original Japanese Industrial
Standard revised by the Minister of Economy, Trade and Industry through
deliberations at the Japanese Industrial Standards Committee as the re-
sult of proposal for revision of Japanese Industrial Standard submitted by
The Japan Iron and Steel Federation (JISF) with the draft being attached,
based on the provision of Article 12 Clause 1 of the Industrial Standardi-
zation Law applicable to the case of revision by the provision of Article 14.

Consequently JIS G 0560 : 1998 is replaced with this Standard.
This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may
conflict with a patent right, application for a patent after opening to the
public, utility model right or application for registration of utility model
after opening to the public which have technical properties. The relevant
Minister and the Japanese Industrial Standards Committee are not re-
sponsible for identifying the patent right, application for a patent after
opening to the publie, utility model right or application for registration of
utility model after opening to the public which have the said technical
properties.
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JAPANESE INDUSTRIAL STANDARD JIS G 0560 : 2008

Method of sulphur print for steel

Introduction

This Japanese Industrial Standard has been prepared based on the first edition of
ISO 4968 published in 1979 with some modifications of the technical contents.

The portions given sidelines or dotted underlines are the matters in which the con-
tents of the corresponding International Standard have been modified. A list of modi-
fications with the explanations is given in Annex JA.

1 Scope

This Standard specifies the method of sulphur print for steel whose sulphur content
1s normally 0.100 % or under. In the case where the sulphur content is over 0.100 %,
the test may be performed by diluting the etching solution.

This Standard is also applicable to steel castings.

NOTE 1  The International Standard corresponding to this Standard is as fol-
lows.

ISO 4968 : 1979 Steel — Macrographic examination by sulfur print
(Baumann method) (MOD)

In addition, symbols which denote the degree of correspondence in
the contents between the relevant International Standard and JIS are
IDT (identical), MOD (modified), and NEQ (not equivalent) according
to ISO/IEC Guide 21.

NOTE 2  The sulphur print is essentially a qualitative test. Because of this, it is
not advisable to assess the sulphur content of a given steel merely on
the basis of its sulphur print.

NOTE 3  Care shall be taken for the following cases because the appearance of
sulphur print may be altered.

a) For the steel containing titanium, the sulphur print may sometimes
be difficult to be appeared.

b) When testing the face subjected to cold working, the appearance of
sulphur print may be altered.

¢) Depending on the sensitivity of photographic paper, the appearance
of sulphur print may be altered.

NOTE 4  As the application of test and the assessment of result vary depending
on the steel type, application and the like, they shall be specified ac-
cording to product standards for detail or subjected to the agreement
between the purchaser and the manufacturer.
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