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. JAPANESE INDUSTRIAL STANDARD JIS

Method of elevated temperature tensile test G 0567-1993
for steels and heat-resisting alloys

1. Scope This Japanese Industrial Standard specifies the method of tensile
test for steels and heat-resisting alloys at temperature exceeding ordinary tem-
perature.

Remarks 1. The standards cited in this Standard are as follows:
JIS B 7721 Tensile testing machines
JIS C 1602 Thermaocouples
JIS G 0202 Glossary of terms used in iron and steel (testing)
JIS Z 2201 Test pieces for tensile test for metallic materials
‘ JIS Z 2241 Method of tensile test for metallic materials

JIS Z 8704 Temperature measurements — Electrical methods

2. The International Standard corresponding to this Standard is
shown as follows:

ISO 783 : 1989 Metallic materials — Tensile testing at
elevated temperature

2.  Definitions For the main terms used in this Standard, the definitions
given in JIS G 0202 apply.

8. Test piece  The test piece shall be as follows:

(1)  The test piece shall be, as a rule, of a circular cross-section. Its shape shall
be as given in Fig. 1, and its dimensions shall be as given in Tables 1 and
2. The tolerance on the dimensions of the parallel-sided portion of the test
. piece shall be in accordance with 5. (Tolerance on the dimensions of the
parallel-sided portion of the test piece) of JIS Z 2201 and 3. (Test piece) of
JIS Z 2241. However, for the type II test piece, the tolerance shall apply to
the parallel-sided portion within the gauge length.
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