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Foreword 

This translation has been made based on the original Japanese Indus­
trial Standard established by the Minister of Economy, Trade and In­
dustry through deliberations at the Japanese Industrial Standards 
Committee according to the proposal for establishment of Japanese In­
dustrial Standard submitted by the Japan Ferroalloy Association (JFA)I 
Japanese Standards Association (JSA) with the draft being attached, 
based on the provision of Article 12 Clause 1 of the Industrial Stan­
dardization Law. 

Consequently JIS G 1314:1998 has been withdrawn and partially replaced 
with this Standard. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard 
may conflict with a patent right, application for a patent after opening to 
the public or utility model right. The relevant Minister and the Japanese 
Industrial Standards Committee are not responsible for identifying the 
patent right, application for a patent after opening to the public or utility 
model right. 

JIS G 1314 series consists of the following 6 parts under the general title 
"Method for chemical analysis of silicomanganese": 

Part 1: Determina tion of manganese con ten t 

Part 2: Determination of silicon content 

Part 3: Determination of carbon content 

Part 4: Determina tion of phosphorus con ten t 

Part 5: Determination of sulfur content 

Part 6: Determina tion of boron con ten t 
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JAPANESE INDUSTRIAL STANDARD JIS G 1314-2 : 2011 

Method for chemical analysis of silicomanganese -

Part 2 : Determination of silicon content 

Introduction 

This Japanese Industrial Standard has been prepared based on the first edition of 
ISO 4158 published in 1978 with some modifications of the technical contents to corre­
spond to the progress in analysis technology. 

The portions given sidelines or dotted underlines are the matters not given in the 
corresponding International Standard. A list of modifications with the explanations is 
given in Annex JA. 

1 Scope 

This Standard specifies the determination method of silicon content in silicomanga­
nese. 

NOTE: The International Standard corresponding to this Standard and the sym­
bol of degree of correspondence are as follows. 

ISO 4158 : 1978 Ferrosilicon) ferrosilicomanganese and ferrosilicochro­
mium - Determination of silicon content - Gravimetric method (MOD) 

In addition, symbols which denote the degree of correspondence in the 
contents between the relevant International Standard and JIS are IDT 
(identical), MOD (modified), and NEQ (not equivalent) according to 
ISOIIEC Guide 21-1. 

2 Normative references 

The following standards contain provisions which, through reference in this text, 
constitute provisions of this Standard. The most recent editions of the standards (in­
cluding amendments) indicated below shall be applied. 

JJS_J! __ 19J)l ___ }i}!!:J;:Q!!JlQy§_~_G?lJ.?XEJIXl!}?§fQ~[lh~!!!jf;!!l/!-lJ.!Jlx~i~ 

J1SJ(_8_QQl ____ G~IJ.?XEJIXlJl~fQJ;:j;~~t!!!_f!_~.hQd$._Qfr..?_EJgf!!Jt~ 

3 General 

.G-_~_1l~x~1_m_~_tt~x~ __ GQm}:p.9}~~_JQ_Jh~ __ ~h~mj._G~1_~n~J.Y~5o~ __ m_~thQd __ ~J~~ll_b~ __ in_~~~_Qxd~nG~ 
wj,th .JJS_ -'1 _l3-')t~ 

4 Classifica tion of determination method 

The determination method of silicon content shall be according to either of the fol­
lowing. 

a) Silicon dioxide gravimetric method This method is applicable to the sample of 
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