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JAPANESE INDUSTRIAL STANDARD JIS

Methods of Sampling for Chemical Analysis G 1602-1985

of Ferroalloys

(Part 2 Ferrotungsten, Ferromolybdenum, Ferrovanadium,
Ferrotitanium and Ferroniobium)

1. Scope

This Japanese Industrial Standard specifies the sampling methods for
determination of the average grade of chemical composition of one consignment
of JIS G 2306, JIS G 2307, JIS G 2308, JIS G 2309 and JIS G 2319.

Remark: If agreed between the delivery parties concerned, this standard
may apply to the sampling of ferrotungsten, ferromolybdenum,
ferrovanadium, ferrotitanium and ferroniobium excepting those
specified in JIS G 2306, JIS G 2307, JIS G 2308, JIS G 2309

and JIS G 2319.

2. Definitions

The meanings of principal terms used in this standard shall be in accordance

with JIS G 1501.

3. Symbols

The symbols used in this standard shall be in accordance with JIS G 1501,

4. General Matters

General matters shall be as follows:

(1) General matters and the appliances and apparatus for the purpose of
the sampling and preparation of sample shall be in accordance with

JIS G 1501.

(2) Characteristics specifying precision are given in Table 1.

Table 1. Characteristics Specifying Preeision

Classification of products

Characteristics

Ferrotungsten
Ferromolybdenum
Ferrovanadium
Ferrotitanium

Ferroniobium

w
Mo
\'
Ti
Nb

(3) The average grade of chemical composition of a consignment obtained
in this standard shall be about 95% in confidence probability and have

the overall precision given in Table 2.

Applicable Standards: See page 5.
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