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Methods of Sampling for Chemical G 1604-1985
Analysis of Ferroalloys
(Part 4 TFerronickel)

1. Scope

This Japanese Industrial Standard specifies the sampling methods for
determination of the average grade of chemical composition of one consignment
of JIS G 2316.

Remarks 1. One consignment of ferronickel shall, as a rule, be composed
of one lot (one tap level).

2. If agreed between the delivery parties concerned, this
standard may apply to the sampling of ferronickel other
than those specified in JIS G 2316,
. 2. Definitions

The meanings of principal terms used in this standard shall be in accordance
with JIS G 1501.

3. Symbols
The symbols used in this standard shall be in accordance with JIS G 1501.

4, General Matters

General matters shall be as follows:

(1) General matters and the appliances and apparatus for the sampling
and preparation of sample shall be in accordance with JIS G 1501.

(2) Characteristics specifying precision are given in Table 1.

‘ Table 1. Characteristics Specifying
Precision

Class of product | Characteristics

Ferronickel Ni

(3) The average grade of the chemical composition of a consignment
obtained in this standard shall be about 95% in confidence coefficient
and shall have the overall precision given in Table 2 according to the
average grade of a consignment.

Applicable Standards:
. JIS G 1501-General Rules for Sampling of Ferroalloys

JIS G 2316-Ferronickel

Documents

Copyright by the Japanese Industrial Standards
Tue AGgIR8ddibhofiteddiails: JIS G 1604 0



http://www.avadocuments.com/doc/jis-g-1604-0
http://www.avadocuments.com/doc/jis-g-1604-0

