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Foreword

This Japanese Industrial Standard has been revised by the Minister of Economy, Trade
and Industry through deliberations at the Japanese Industrial Standards Committee as
the result of proposal for revision of Japanese Industrial Standard submitted by The
Japan Iron and Steel Federation (JISF) with a draft being attached, based on the provi-
sion of Article 12, paragraph (1) of the Industrial Standardization Act applied mutatis
mutandis pursuant to the provision of Article 16 of the said Act. This edition replaces the
previous edition (JIS G 3112:2010), which has been technically revised.

However, JIS G 3112:2010 may be applied in the JIS mark certification based on the
relevant provisions of Article 30, paragraph (1), etc. of the Industrial Standardization
Act until 19 April 2021.

This JIS document is protected by the Copyright Act.

Attention is drawn to the possibility that some parts of this Standard may conflict with
patent rights, published patent application or utility model rights. The relevant Minister
and the Japanese Industrial Standards Committee are not responsible for identifying
any of such patent rights, published patent application or utility model rights.
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JAPANESE INDUSTRIAL STANDARD JIS G 3112 :2020

Steel bars for concrete reinforcement

Introduction

This Japanese Industrial Standard has been prepared based on ISO 6935-1:2007,
Edition 2, and ISO 6935-2:2019, Edition 4, with some modifications of the technical con-

tents.

The vertical lines on both sides and dotted underlines indicate changes from the cor-
responding International Standards. A list of modifications with the explanations is
given in Annex JA.

1 Scope

This Standard specifies requirements for round steel bars® and deformed steel bars?
manufactured by hot rolling to be used as reinforcement in concrete. This Standard does
not apply to rerolled steel bars for concrete reinforcement specified in JIS G 3117.

NOTE The International Standards corresponding to this Standard and the sym-
bol of degree of correspondence are as follows.

ISO 6935-1:2007 Steel for the reinforcement of concrete—Part 1: Plain bars

ISO 6935-2:2019 Steel for the reinforcement of concrete—Part 2: Ribbed
bars (overall evaluation: MOD)

In addition, symbols which denote the degree of correspondence in the

contents between the relevant International Standards and JIS are IDT
(identical), MOD (modified), and NEQ (not equivalent) according to ISO/
IEC Guide 21-1.

Note ¥ Including those in coil form.

2 Normative references

The following standards contain provisions which, through reference in this text, con-
stitute provisions of this Standard. The most recent editions of the standards (including
amendments) indicated below shall be applied.

JIS G 0201
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JIS Z 8401 Rounding of numbers

3 Terms and definitions
For the purpose of this Standard, the following terms and definitions given in JIS G
0201, JIS G 0202 and JIS G 0203, and the following apply.

3.1

degree of strain of yield shelf

strain when the stress-strain curve passes the upper limit of the specified yield strength
or proof strength (see Figure 1)

Upper limit of specified
yield strength ~  f--------oo-oo

Degree of strain of yield shelf

Stress (N/mm?)

Strain (%)
a) Clear yield strength

Upper limit of specified
proof strength ~ bFe-ememeeooo__

Degree of strain of yield shelf

Stress (N/mm?)

Strain (%)
b) Unclear yield strength

Figure 1 Degree of strain of yield shelf

3.2
thread knot reinforcing steel bar
deformed steel bars having thread knots

4 Symbol of grade
The round steel bars and deformed steel bars shall be classified into 3 grades and
10 grades, respectively, and their symbols shall be as given in Table 1.
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Table 1 Symbol of grade

Symbol of grade

Round steel bar SR235
SR295
SR785

Deformed steel bar SD295
SD345
SD390
SD490
SD590A
SD590B
SD685A
SD685B
SD685R @
SD785R ¥

Note @ Mainly used for shear reinforcement.

5 Manufacturing method
The round steel bars and deformed steel bars shall be manufactured by hot rolling

6 Chemical composition

6.1 Heat analysis values

The round steel bars and deformed steel bars shall be tested in accordance with 10.1,
and the heat analysis values shall be as given in Table 2.

6.2 Carbon equivalent
The value of carbon equivalent shall be determined by the following formula using
the heat analysis values obtained in 10.1 and shall be as given in Table 2.

Mn Si Ni Cr Mo V
Ceq=C+—+—+—+—+—+—
6 24 40 5 4 14

where, Ceq: carbon equivalent (%)
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Table 2 Chemical composition®
Unit: %
Symbol of grade - _ Heat an:;}{}:ls value _ - . (ﬁjﬁgf;ﬂt
Round SR235 — — — 0.050 max. | 0.050 max. —
steel bar | gpogs — — — 0.050 max. | 0.050 max. —
SR785 0.45 max. 1.00 max. 2.00 max. | 0.040 max. | 0.040 max. | 0.80 max.
Deformed SD295 0.27 max. 0.55 max. 1.50 max. | 0.050 max. | 0.050 max. —
steel bar | gny3q5 0.27 max. | 0.55max. | 1.60 max. | 0.040 max. | 0.040 max. | 0.60 max.
SD390 0.29 max. 0.55 max. 1.80 max. | 0.040 max. | 0.040 max. | 0.65 max.
SD490 0.32 max. 0.55 max. 1.80 max. | 0.040 max. | 0.040 max. | 0.70 max.
SD590A 0.45 max. 1.00 max. 2.00 max. | 0.040 max. | 0.040 max. | 0.80 max.
SD590B 0.45 max. 1.00 max. 2.00 max. | 0.040 max. | 0.040 max. | 0.80 max.
SD685A 0.50 max. | 2.00 max. 2.00 max. | 0.035 max. | 0.035 max. | 0.85 max.
SD685B 0.50 max. 2.00 max. 2.00 max. | 0.035 max. | 0.035 max. | 0.85 max.
SD685R 0.40 max. 1.00 max. 1.50 max. | 0.040 max. | 0.040 max. | 0.80 max.
SD785R 0.45 max. 1.00 max. 2.00 max. | 0.040 max. | 0.040 max. | 0.80 max.
Note @ Alloy elements not listed in this table and elements for which “—” is given in this table may be
added where necessary.

7 Mechanical properties

The round steel bars and deformed steel bars shall be tested in accordance with 10.2,
and the yield strength or proof strength, tensile strength, yield ratio, elongation and
bendability shall be as given in Table 3. For SD590A, SD590B, SD685A and SD685B,

In the test of bendability, the bend test piece shall be free from cracks on the outer
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surface.
Table 3 Mechanical properties
Yield Tensile | Yield Elonga- Bendability
t h | strength | rati tion @
Symbol of So;;fgf streng rato Tensile test o0 | Bend-
grade strength piece air?%e Inside radius
N/mm?® | N'mm? | % % &
- . :
@ No. 2 20 min. 1.5 times
S| gRogs | 235 32‘;0“ _ 180° the nominal
§ min. No. 14A 22 min. diameter
w
E Outside 1.5 times
2 No. 2 18 min. diameter the nominal
=1 16 mm or under diameter
SRos | 290 | 4t | 180°
mn. Outside 2 times
No. 14A 19 min. diameter the nominal
over 16 mm diameter
. Test plf(;:(i\I ((e)qlélvalent 1.5 times
SR785 X 924 min. | — . - 8 min. | 90°? the nominal
min Test piece equivalent diameter
to No. 14A
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