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JAPANESE INDUSTRIAL STANDARD JIS

Superior Atmospheric Corrosion Resisting Rolled Steels G 3125-1987

1. Scoge

This Japanese Industrial Standard specifies the rolled steels, hereinafter
referred to as "steels", excellent especially in atmospheric corrosion resistance,
to be used for vehicle, building, steel tower and other structures.

Remarks 1. The term "atmospheric corrosion resistance" means the property
to withstand the corrosion in the atmosphere.

2. The units and numerical values shown in { }in this Standard
are based on the International System of Units (SI) and are
appended for informative reference.

Further, the customary units and numerical values in this
Standard shall be converted to the SI units and numerical values
on January 1, 1991.

2. Type and Symbol

Steels shall be classified into two types and the type symbols shall be as
shown in Table 1.

Table 1. Type Symbols

Type symbol Applied thickness mm
SPA-H Hot rolled steel plate, sheet, strip and shape of
16 mm or under in thickness
SPA-C Cold rolled steel plate, sheet and strip of 0.6 mm

or over up to 2.3 mm in thickness

3. Chemical Composition

Steels shall be tested in accordance with 7.1 and their cast analyses shall
be as given in Table 2,

Applicable Standards: See page 8.
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Table 2. Chemical Composition
Chemical composition $%
Type
symbols C Si Mn P S Cu Cr Ni

SPA-H 0.12 | 0.25to | 0.20 to | 0.070 to | 0.040°| 0.25 to | 0.30 to | 0.65
SPA-C max.| 0.75 0.50 0.150 max. 0.60 1.25 max.

Remarks 1. For the steel over 6.0 mm in thickness, the upper limit of
manganese content shall be 0.60 3. For shape steel, however,
the upper limit of manganese content may be agreed upon
between the manufacturer and the purchaser.

2. Alloy elements other than those in the above Table may be
added as required.

4. Mechanical Property

Steels shall be tested in accordance with 7.2 and the yield point, tensile
strength, elongation and bendability of the steel shall comply with Table 3-1 or
Table 3-2.

As for bendability, the steels shall show no crack on the outside of bent
part.
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