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UDC 669. 14. 018. 29-122: 624. 971: 621. 315

JAPANESE INDUSTRIAL STANDARD JIS

High tensile strength steel for G 3129-1995

tower structural purposes

1. Scope This Japanese Industrial Standard specifies the hot rolled steel
products (hereafter referred to as "steel products”) used mainly for transmission
steel tower.

Remarks: The standards cited in this Standard are given in Attached Table 1.

2. Classification and symbol The steel products shall be categorized into two
classes, and the symbols thereof shall be as given in Table 1.

Table 1. Symbol of class

Symbol of class Applicable thickness

SH 590 P Steel plates 6 mm and
over, up to and incl. 25 mm
SH 590 S Angles up to and incl.

35 mm

3. Chemical composition The steel products shall be subjected to the test of
10.1 and the cast analysis thereof shall be as given in Table 2.

Table 2. Chemical composition

Unit: %
Symbol c si Mn P S B Nb + V
SH 590 P | 0.12 max. | 0.40 max. | 2.00 max. | 0.030 max. |{ 0.030 max. |0.0002 max.| 0.15 max
SH 590 S| 0.18 max. | 0.40 max. | 1.80 max. | 0.035 max. | 0.030 max. — 0.15 max.
Remarks: Alloy elements other than those given in Table 2 may be added, if

necessary.

4. Mechanical properties

4.1 Yield point or proof stress, tensile strength and elongation The steel
products shall be subjected to the test of 10.2 and the yield point or proof stress,
tensile strength and elongation thereof shall be as given in Table 3.
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