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JAPANESE INDUSTRIAL STANDARD JIS

Small size-deformed steel bars G 3137-1994
for prestressed concrete

1. Scope This Japanese Industrial Standard specifies small size-deformed
steel bars (hereafter referred to as "steel bar") intended for the use of prestress-
ing of concrete.

Remarks 1. The standards cited in this Standard are given in the
following:

JIS G 0303 General rules for inspection of steel

JIS G 1214 Methods for determination of phosphorus in iron
and steel

JIS G 1215 Methods for determination of sulfur in iron and
steel

JIS G 1219 Methods for determination of copper in iron and
steel

JIS G 1252 Emission-spectroscopic analysis for carbon steel
and low alloy steel

JIS G 1253 Method for photoelectric emission spectro-
chemical analysis of iron and steel

JIS G 1256 Method for X-ray fluorescence spectrometric
analysis of iron and steel

JIS G 1257 Iron and steel — Methods for atomic absorption
spectrometric analysis

JIS Z 2201 Test pieces for tensile test for metallic materials
JIS Z 2241 Method of tensile test for metallic materials

2. The International standard corresponding to this Standard is
given in the following:

ISO 6934-3: 1991 Steel for the prestressing of concrete —
Part 3: Quenched and tempered wire

2.  Grade, symbol and designation

2.1 Grade and symbol The steel bar shall be classified into 6 grades and
symbols thereof shall be as given in Table 1.
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