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JAPANESE INDUSTRIAL STANDARD JIs

Shape Dlmensmn Welght and Tolerance

G 3191-1966
for Hot Rolled Steel Bar and Bar-in-Coil

(Reaffirmed: 1975)
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1.1 ThlS standard Spec1f1es d1mens1on we1ght and tolerance thereon as well as

appearance, shape and allowable limit thereto of steel bar and:-bar=-inzcoil: which ¢
are manufactured by hot rolling,

1.2 The appllcatmn of th1s standard shall be spee1f1ed ‘in the respect1ve
manufacture standards.

2.

Definition T S -

The deflmtlon of steel bar and bar—m co1l so called 1n th1s standard shall be
as follows: - :

2.1 'The 'steel bar shall be defmed as the steel whmh is hot- rolled 1nto a bar '
form and Supplled by bemg cut 1nto a prescmbed lergth,

2.2 The bat-in-coil_shall be defmed as the steel Wwhich is hot rolled -into-a- bar
form and supphed by bemg Wound 1nto a co1l shape. . :

3.:

Expressmn of Dlmensmn T

3.1 The dimension of steel bar shall be expressed in mm for the th10kness, ,
side or width across flats, and in m for the length

3.2 The dimension of bar-in- co1l shall be expressed in mm for the thlckness,
side or width across flats, =~ 7~ '

O LTI S " .

4, Standard Dimension

4,1 The standard d1ameter of round steel (1nclus1ve of bar -in- 0011) &hall comply
with Table 1.

 Tablel 7 L sl
row e by L o v Units mmo
6 -7 8 9 10 - i1 12 . 13.
(14) 186 (18) 19 20 22 24 25
(27) 28 30 32 (33). 36 38  (30) .
42 (45) 46 48 U504 (592). .55 - . 56 - aita
60 . 64 65  (68) - 70 75 8BGO C gs
o090, .. .95 100, . 110 120 ... 180,140 .2 160 ..
'160; ~ 180 <200 o ' AT TR T l

Remark.sil. It is desn able that the standard dlameter other than those belng :
enclosed in parentheses. shall apply thereto. - et

2, The standard diameter shall apply. to the round steel not less than
9 mm therein and to the bar-in- 0011 not more than 32 mm therem
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