JIS

JAPANESE
INDUSTRIAL
STANDARD

Translated and Published by
Japanese Standards Association

JIS G 3443-4 ==
(WSP/JSA)

Coated steel pipes for water
service—Part 4: Internal epoxy
coatings

ICS 23.040.10;77.140.75
Reference number : JIS G 3443-4 : 2020 (E)

TR AN T TRIRRIRS Document Sharing Hub
Copyright Japanese Standards Association
Provided by IHS Markit under license with JSA PROTECTED\ceBé’:HogéQBMGHEHSMWQWGBOMOO, User=ERIKSSON, Anna Pernil 17 S
No reproduction or networking permitted without license from IHS Not for Resale, 11/29/2020 10:55:14 MST

Full document details: JIS G 3443-4 2020


http://www.avadocuments.com/doc/jis-g-3443-4-2020
http://www.avadocuments.com/doc/jis-g-3443-4-2020

G 3443-4: 2020

Date of Establishment: 2007-02-20

Date of Revision: 2020-05-20

Date of Public Notice in Official Gazette: 2020-05-20

Investigated by: Japanese Industrial Standards Committee
Standards Board for ISO area

JIS G 3443-4:2020, First English edition published in 2020-11

Translated and published by: Japanese Standards Association
Mita MT Building, 3-13-12, Mita, Minato-ku, Tokyo, 108-0073 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority.

© JSA 2020

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or
utilized in any form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from the publisher.

Printed in Japan

Document Sharing Hub
Copyright Japanese Standards Association
Provided by IHS Markit under license with JSA PROTECTED BY GORYRIGEEL technic universityo976803100, User=ERIKSSON, Anna Pernil
No reproduction or networking permitted without license from IHS Not for Resale, 11/29/2020 10:55:14 MST

Full document details: JIS G 3443-4 2020


http://www.avadocuments.com/doc/jis-g-3443-4-2020
http://www.avadocuments.com/doc/jis-g-3443-4-2020

G 3443-4:2020

Contents
Page
1 Scope ............................................................................................................................ 1
2 NOTMATIVE TR I EIICES ++ v cverrererentniitiiiiiiii ittt e aeeeaens 1
3 Terms and defiNItIOmS cceeeeeeerereeerrtetetttiieiiiiiiiiiittieietteeteietteteetetteaeetesseaenensnes 2
4 (Classification and grade symbo]s of epoxy coatings .............................................. 2
5 Epoxy coating B0 0Tz N 12y = 1 IR 3
6 Epoxy coating D0 0123 1 470 1o LT LT T 3
6.1 Substrate treatmeEnt «-coceceeererrrrmiiiiiiiii e e e as 3
6.2 Coating ........................................................................................................................ 3
6.3 Treatment of pipe end holidays ................................................................................ 3
6.4 Curing 103 0 61 0 0 T e 3
7 Requirements for epoxy coatings ............................................................................. 4
7.1 Appearance ................................................................................................................. 4
7.2 Tl thiCKINESS eeeeeereetntimmtiiiiiiiiiiiiii et e et e e s s e aeeseaeaenanas 4
7.8 Length of pipe end holidays ...................................................................................... 4
7.4 Film performance ....................................................................................................... 4
8 oY T 08 1= 16 70 6 o N 5
8.1 Appearance LYo TR LR LR N 5
8.2 TFilm thiCKNeESS £EST treeveereerterertmiiiiiiiiiiiiii it eaas 5
8.3 Length test of pipe end ho]idays .............................................................................. 5
.4 PiNole £t ceeeerrereertretimiiiiiiiiiiiiii ittt as 5
8.5 Adhesion test (Chipping method) - s ererereerererenneiniie 5
9 Inspection .................................................................................................................... 5
9.1 Appearance inspection ............................................................................................... 5
9.2 Film thickness inspection ......................................................................................... 5
9.3 Length inspection of pipe end ho]idays ................................................................... 5
9.4 Pinhole inspection ...................................................................................................... 6
9.5 Adhesion inspection ................................................................................................... 6
96 Re_inspection .............................................................................................................. 6
10 Marking ....................................................................................................................... 6
11 Report .......................................................................................................................... 6
Annex A (normative) Epoxy coating MAaterial «sceceereremmiiiii 7
Annex B (normative) Long-life solventless epoxy coating ««--eeeeeeeeeeeniiiiiinii. 13
Annex C (informative) Epoxy coating of field Welds «-eoereererermieiiiiiiiiiiiiiiiie, 21
Annex D (informative) Long-life solventless epoxy coating of field welds-------eeeeeee. 25
W Documents
Document Sharing Hub
ngxxggg;kjyamgerjgriu‘ta::l;er?Tuctsnssoec:/z;ﬁgﬁA |‘ S PROTECTEDﬁicefB;szH@Eﬁ%ﬁ%ﬁg?ity/9976803100, User=ERIKSSON, Anna Pernil

Full document details: JIS G 3443-4 2020


http://www.avadocuments.com/doc/jis-g-3443-4-2020
http://www.avadocuments.com/doc/jis-g-3443-4-2020

G 3443-4 :2020

Foreword

This Japanese Industrial Standard has been revised by the Minister of Economy, Trade
and Industry through deliberations at the Japanese Industrial Standards Committee as
the result of proposal for revision of Japanese Industrial Standard submitted by Japan
Water Steel Pipe Association (WSP)/Japanese Standards Association (JSA) with a draft
being attached, based on the provision of Article 12, paragraph (1) of the Industrial
Standardization Act applied mutatis mutandis pursuant to the provision of Article 16 of
the said Act. This edition replaces the previous edition (JIS G 3443-4:2014), which has
been technically revised.

This JIS document is protected by the Copyright Act.

Attention is drawn to the possibility that some parts of this Standard may conflict with
patent rights, published patent application or utility model rights. The relevant Minister
and the Japanese Industrial Standards Committee are not responsible for identifying
any of such patent rights, published patent application or utility model rights.

JIS G 3443 series consists of the following 4 parts under the general title Coated steel
pipes for water service—

Part 1: Pipes

Part 2: Fittings

Part 3: Long-life external plastic coatings

Part 4: Internal epoxy coatings
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JAPANESE INDUSTRIAL STANDARD JIS G 3443-4 : 2020

Coated steel pipes for water service—
Part 4: Internal epoxy coatings

1 Scope

This Japanese Industrial Standard specifies the requirements for epoxy coatings
applied on the internal surface of mother pipes used mainly for industrial water works,
agricultural water works and sewage works.

This Standard does not apply to multipurpose water pipelines in which the usage of
pipe includes water works, such as conduit water pipes from water sources.

2 Normative references

The following standards contain provisions which, through reference in this text, con-
stitute provisions of this Standard. The most recent editions of the standards (including
amendments) indicated below shall be applied.

JIS B 0601 Geometrical Product Specifications (GPS)—Surface texture: Profile
method—Terms, definitions and surface texture parameters

JIS B 7512 Steel tape measures

JIS G 3101 Rolled steels for general structure

JIS G 3141 Cold-reduced carbon steel sheet and strip

JIS G 3443-1 Coated steel pipes for water service—Part 1: Pipes
JIS G 3443-2 Coated steel pipes for water service—Part 2: Fittings

JIS G 3443-3 Coated steel pipes for water service—Part 3: Long-life external plastic
coatings

JIS K 5500 Glossary of terms for coating materials

JIS K 5600-1-1 Testing methods for paints—Part 1: General rule—Section 1: Gen-
eral test methods (conditions and methods)

JIS K 5600-1-2 Testing methods for paints—Part 1: General rules—Section 2: Sam-
pling

JIS K 5600-1-4 Testing methods for paints—Part 1: General rule—Section 4: Stan-
dard panels for testing

JIS K 5600-1-7 Testing methods for paints—Part 1: General rule—Section 7: Deter-
mination of film thickness

JIS K 5600-5-3 Testing methods for paints—Part 5: Mechanical property of film—
Section 3: Falling-weight test

JIS K 5600-5-6 Testing methods for paints—Part 5: Mechanical property of film—
Section 6: Adhesion test (Cross-cut test)

JIS K 5600-5-7 Testing methods for paints—Part 5: Mechanical property of film—
Section 7: Adhesion test (Pull-off method)
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JIS K 5600-7-1 Testing methods for paints—Part 7: Long-period performance of
film—Section 1: Resistance to neutral spray

JIS K 5600-7-2 Testing methods for paints—Part 7: Long-period performance of
film—Section 2: Resistance to humidity (Continuous condensation)

JIS K 5600-8-2 Testing methods for paints—Part 8: Evaluation of degradation of
paint coatings—Section 2: Designation of degree of blistering

JIS K 5601-1-2 Testing methods for paint components—Part 1: General rule—Sec-
tion 2: Determination of non-volatile matter content

JIS Z 0313 Test and assessment of abrasive blast-cleaned substrates before applica-
tion of paints

3 Terms and definitions

For the purpose of this Standard, the terms and definitions given in JIS G 3443-1,
JIS G 3443-2, JIS G 3443-3 and JIS K 5500, and the following apply.

3.1

long-life

improvement in long-period durability of film, such as resistance to neutral salt spray
and to humidity

3.2
coated steel pipe
mother pipe whose internal surface has been coated

3.3
type test

test performed not upon every delivery but at the time of initial manufacture and at the
time when manufacturing conditions are given changes which can affect performances,
intended to determine if the product quality conforms to all performances specified in
designs

4 Classification and grade symbols of epoxy coatings

The classification and grade symbols of epoxy coatings shall be as given in Table 1.

Table 1 Classification and grade symbols of epoxy coatings

Classification Grade symbol

Solvent tar epoxy coating JISTE
Solvent epoxy coating JISLE
Low solvent epoxy coating JISLEL
Solventless epoxy coating JISNE
Long-life solventless epoxy coating ¥ JISXE
Note @ Intended for coated steel pipes used for industrial

water works and agricultural water works.
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5 Epoxy coating material

The epoxy coating material shall be in accordance with Annex A or Annex B.
6 Epoxy coating method

6.1 Substrate treatment

Oil adhered to the mother pipe shall be degreased with a solvent. Foreign matter
such as mill scale and rust shall be removed by abrasive blast-cleaning to Grade Sa 2/,
specified in 4 b) of JIS Z 0313 or better.

6.2 Coating

Solventless epoxy coating and long-life solventless epoxy coating shall be performed
using two-component inner-mixing coating machine or a coating machine at least
equivalent thereto. Other epoxy coating materials shall be coated using airless coating
machine etc. These coatings shall be performed in such a way as to avoid foreign matter,
pinholes, coating irregularities, coating imperfections, etc.

When required, recoating shall be performed within the period specified by the coat-
ing material manufacturer. In case of overdue recoating, it shall be performed after
roughening the undercoat surface with a disc sander or other devices.

6.3 Treatment of pipe end holidays

Primary anti-rust coating material shall be applied on the pipe end holidays as
shown in Figure 1.

In order to prevent the weld degradation by rust, a groove anti-rust agent may be
applied on the uncoated part at the workshop, and removed in the field before welding.

External surface

Shop internal coating Primary anti-rust
coating Uncoated

Holiday

Internal surface

Figure 1 Treatment of pipe end holidays

Examples coating on the pipe end holidays after field welding are shown in Annex C
and Annex D.

6.4 Curing of film
Films shall be cured naturally to a hard-dry state.

Films shall be free from dust and water until cured to set-to touch.
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7 Requirements for epoxy coatings

7.1 Appearance

The film shall be free from cracks, blistering, foreign matter etc., when tested in ac-
cordance with 8.1.

7.2 Film thickness

The film thickness shall satisfy the requirements in Table 2, when tested in accor-
dance with 8.2. Other film thicknesses, when required, shall be as agreed between the
manufacturer and the purchaser.

Table 2 Film thickness

Unit: mm
Classification Film thickness

Solvent tar epoxy coating
Solvent epoxy coating )

- 0.3 min.
Low solvent epoxy coating
Solventless epoxy coating
Long-life solventless epoxy coating 0.6 min.

7.3 Length of pipe end holidays

The length of pipe end holidays shall satisfy the requirements in Table 3, when tested
in accordance with 8.3. Other lengths, when required, shall be as agreed between the
manufacturer and the purchaser.

Table 3 Length of pipe end holidays

Unit: mm
Nominal diameter Length of holiday Length of uncoated part
(reference)
Under 800 A 80 to 100
Approx. 30
800 A or over 100 to 150

7.4 Film performance

The film performance shall satisfy the requirements of Table 4, when tested in ac-
cordance with 8.4 and 8.5.

Table 4 Film performance

Item Performance
Pinhole Not detected.

Adhesion (chipping method) Not easily peeled off.

Documents
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8 Test methods

8.1 Appearance test

The appearance shall be visually inspected.

8.2 Film thickness test
The film thickness test shall be in accordance with Clause 7 of JIS K 5600-1-7.

8.3 Length test of pipe end holidays

The length of pipe end holidays shall be measured by a steel tape measure specified
in JIS B 7512 or a measuring device with an accuracy at least equivalent thereto.

8.4 Pinhole test

Pinholes shall be examined with a pinhole detector by moving the brush electrode
over the coated surface. The test voltage loaded between the brush electrode and the
steel surface at the test shall be as follows: 1.2 kV to 1.5 kV for solvent tar epoxy coat-
ing, solvent epoxy coating, low solvent epoxy coating and solventless epoxy coating;
2.4 kV to 3.0 kV for long-life solventless epoxy coating.

8.5 Adhesion test (chipping method)

In the adhesion test (chipping method), a double-edged steel knife with a handgrip
shall be used to chip the film at the angle of 45° at ordinary temperature to check the
acceptability of adhesion.

9 Inspection

9.1 Appearance inspection

The appearance shall be inspected for each coated steel pipe over the whole coated
surface by the method specified in 8.1, and the result shall conform to the requirements
in 7.1.

The appearance inspection shall be performed on 100 % of coated steel pipes by the
coater.

9.2 Film thickness inspection

The film thickness shall be inspected, at one position on both ends of each coated
steel pipe, at any four points on orthogonal axes in the circumferential direction of the
pipe by the method specified in 8.2, and the result shall conform to the requirements in
7.2.

The film thickness inspection shall be performed on 100 % of coated steel pipes by
the coater.

9.3 Length inspection of pipe end holidays

The length of pipe end holidays shall be inspected at one position on one end of each
coated steel pipe by the method specified in 8.3, and the result shall conform to the
requirements in 7.3.

The length inspection of pipe end holidays shall be performed on 100 % of coated steel
pipes by the coater.
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9.4 Pinhole inspection

The pinhole shall be inspected on each coated steel pipe over the whole coated sur-
face by the method specified in 8.4, and the result shall conform to the requirements in
74.

The pinhole inspection shall be performed on 100 % of coated steel pipes by the
coater.

9.5 Adhesion inspection

The adhesion shall be inspected at one position on one end of coated steel pipes by
the method specified in 8.5, and the result shall conform to the requirements in 7.4.
This test is destructive; therefore, the pipe end holidays may be coated and used for the
adhesion test.

The adhesion shall be inspected on two coated steel pipes sampled from the same
manufacturing lot which is equivalent to the number of pipes coated per day.

9.6 Re-inspection

Films which failed the inspection specified in 9.1, 9.2, 9.3 or 9.4 may be touched up.
In this case, the touch-up shall be performed with the coating materials specified in
Annex A or Annex B, and the touched-up part shall be re-inspected as specified in 9.1,
9.2, 9.3 and 9.4, although the inspection specified in 9.3 shall be applied only when the
coating of pipe end is touched up.

10 Marking

Films which passed the inspection shall be indelibly marked with the following items
(see Example 1 and Example 2). When approved by the purchaser, part of the follow-
ing items may be omitted.

a) Abbreviated symbol of internal surface
b) Symbol of film

¢) Film thickness

Example 1 N JISNE 0.3 Example 2 N JISXE 0.6
|— Film thickness |— Film thickness
Grade symbol of film Grade symbol of
Abbreviated symbol of long-life film
internal surface Abbreviated symbol of

internal surface

11 Report

When previously requested by the purchaser, the coater shall submit an inspection
document which covers all items in Clause 9 to the purchaser.
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