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Foreword

This Japanese Industrial Standard has been revised by the Minister of
Economy, Trade and Industry based on the provision of Article 14, par-
agraph (1) of the Industrial Standardization Act applied mutatis mu-
tandis pursuant to the provision of Article 16 of the said Act in response
to a proposal for revision of Japanese Industrial Standard with a draft
being attached, submitted by The Japan Iron and Steel Federation
(JISF), an accredited standards development organization. This edition
replaces the previous edition (JIS G 8447 : 2020), which has been tech-
nically revised.

However, JIS G 3447 : 2020 may be applied in the JIS mark certifica-
tion based on the relevant provisions of Article 30, paragraph (1), etc. of
the Industrial Standardization Act until 19 May 2023.

This JIS document is protected by the Copyright Act.

Attention is drawn to the possibility that some parts of this Standard
may conflict with patent rights, published patent application or utility
model rights. The relevant Minister is not responsible for identifying
any of such patent rights, published patent application or utility model
rights.
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JAPANESE INDUSTRIAL STANDARD JIS G 3447 : 2022

Introduction

Stainless steel sanitary pipes

This Japanese Industrial Standard has been prepared based on ISO 2037 : 1992,
Edition 2, with some modifications of the technical contents.

Annex JA is

unique to JIS and not given in the corresponding International Stand-

ard. The vertical lines on both sides and dotted underlines indicate changes from the
corresponding International Standard. A list of modifications with the explanations is

given in Annex JB.

1 Scope

This Standard specifies requirements for stainless steel sanitary pipes (hereafter re-

The International Standard corresponding to this Standard and the
symbol of degree of correspondence are as follows.

ISO 2037 : 1992 Stainless steel tubes for the food industry (MOD)

In addition, symbols which denote the degree of correspondence in the
contents between the relevant International Standard and JIS are IDT
(identical), MOD (modified), and NEQ (not equivalent) according to
ISO/TIEC Guide 21-1.

2 Normative references

Part or all of the provisions of the following standards, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards (in-
cluding amendments) indicated below shall be applied.

JIS.G.0201
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JIS 7 2241  Metallic materials — Tensile testing — Method of test at room tem-

facturing method shall be as given in Table 1.

Table 1 Symbols of grade and symbols for manufacturing method

Symbol for manufacturing method

Symbol of Pipe manufacturing
grade method Finishing method Marking
SUS304TBS | Seamless : S Hot finished : H As given in

SUS304LTBS | Automatic arc welded : A | Cold finished : C 15b).

SUS316TBS
SUS316LTBS

Laser welded : L
Electric resistance
welded : E

As electric resistance
welded : G
Weld working finished : B

5 Manufacturing method
The manufacturing method shall be as follows.

a) Pipes shall be manufactured by combination of the pipe manufacturing method and
the finishing method which are indicated in Table 1. The use of filler metal is left
to the discretion of the manufacturer.

b) Pipes shall be given solution treatment (heating at 1 010 °C or higher followed by

c) Pipes shall be finished with plain ends unless otherwise specified.

d) When pipes are electric resistance welded, the weld beads on internal and external
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