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1.  Scope

UDC 669.14-462.3:622.24
JAPANESE INDUSTRIAL STANDARD JIS
Seamless Steel Tubes for Drilling G 3465-1988

This Japanese Industrial Standard specifies the seamless steel tubes, hereinafter referred to as the
"tubes", used for casing tube, core tube and drill rod in drilling,

Remark: The units and numerical valucs given in { } in this Standard are based on the International
System of Units (SI) and are appended for informative reference.

Further, the traditional units accompanied by numerical values in this Standard shall be
converted to the SI units and numerical values on Jan, 1, 1991,

e 2. Grade and Designation
The tubes shall be classified into 6 grades, and their designations shall be as given in Table 1-1 or Tablc
1-2,
Table 1-1. Designation of Grade
(Applicable till the end of 1990)
. Designation of grade Application
g%&:g g‘g Casing tube, core tube
STM-R 60
STM-R 70 .
STM.R 80 Drill rod
STM-R 85
Table 1-2. Designation of Grade
(Applicable on and after Jan. 1, 1991)
New units %f:éi:gﬁgfﬁi?zs Application
g;ﬁf}:g gg g%f&:g gg Casing tube, core tube
STM-R 590 STM-R 60
STM-R 690 STM-R 70 :
® STM-R 780 STM-R 80 Drill rod
STM-R 830 STM-R 85
Applicable Standards:

JIS G 0303-General Rules for Inspection of Steel
N JIS G 1214-Methods for Determination of Phosphorus in Iron and Steel
JIS G 1215-Methods for Determination of Sulfur in Iron and Steel

B JIS G 1253-Method for Photoelectric Emission Spectrochemical Analysis of Iron and Steel

JIS G 1256 -Method for X-Ray Fluorescence Spectrometric Analysis of Iron and Steel
JIS G 1257-Methods for Atomic Absorption Spectrochemical Analysis of Iron and Steel
JIS Z 2201-Test Pieces for Tensile Test for Metallic Materials

JIS Z 2241-Method of Tensile Test for Metallic Materials

JIS Z 8401-Rules for Rounding off of Numerical Values
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