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Foreword

This Japanese Industrial Standard has been revised by the Minister of
Economy, Trade and Industry through deliberations at the Japanese In-
dustrial Standards Committee as the result of proposal for revision of
Japanese Industrial Standard submitted by The Japan Iron and Steel
Federation (JISF) with a draft being attached, based on the provision of
Article 12, paragraph (1) of the Industrial Standardization Act applied
mutatis mutandis pursuant to the provision of Article 16 of the said Act.
This edition replaces the previous edition (JIS G 3474:2016), which has
been technically revised.

However, JIS G 3474: 2016 may be applied in the JIS mark certification
based on the relevant provisions of Article 30, paragraph (1), etc. of the
Industrial Standardization Act until 19 May 2022.

This JIS document is protected by the Copyright Act.

Attention is drawn to the possibility that some parts of this Standard
may conflict with patent rights, published patent application or utility
model rights. The relevant Minister and the Japanese Industrial Stand-
ards Committee are not responsible for identifying any of such patent
rights, published patent application or utility model rights.

(ii) Documents
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JAPANESE INDUSTRIAL STANDARD JIS G 3474 : 2021

High strength steel tubes for steel tower

1 Scope

This Japanese Industrial Standard specifies requirements for the high tensile strength
steel tubes principally used for transmission steel towers (hereafter referred to as
tubes).

NOTE This Standard generally applies to tubes of outside diameter 139.8 mm
to1117.6 mm (see 9.1).
2 Normative references

Part or all of the provisions of the following standards, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards (in-
cluding amendments) indicated below shall be applied.

JIS G 0202 Glossary of terms used in iron and steel (Testing)

JIS G 0203 Glossary of terms used in iron and steel (Products and quality)

JIS G 0320 Standard test method for heat analysis of steel products

JIS G 0321 Product analysis and its tolerance for wrought steel

JIS G 0404 Steel and steel products — General technical delivery requirements
JIS G 0415 Steel and steel products — Inspection documents

JIS 7 2241 Metallic materials — Tensile testing — Method of test at room tem-
perature

JIS Z 2242  Method for Charpy pendulum impact test of metallic materials
JIS Z 3121 Methods of tensile test for butt welded joints
JIS Z 8401 Rounding of numbers

3 Terms and definitions

For the purpose of this Standard, the terms and definitions given in JIS G 0202 and
JIS G 0203 apply.

4 Symbol of grade and applicable wall thickness

This Standard coves tubes of one steel grade. Its symbol and applicable wall thick-
ness are shown in Table 1.
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Table 1 Symbol of grade and applicable wall thickness

Symbol of | Applicable wall

grade thickness Symbol of manufacturing method

Electric resistance welded tube : E-G

STKT590 25 mm or under Automatic arc welded tube : A

5 Manufacturing method
The manufacturing method shall be as follows.

a) Tubes shall be manufactured from fine-grained killed steel by electric resistance
welding or automatic arc welding (straight seam). The manufacturing methods are
designated by the symbols given in Table 1.

b) Tubes shall be supplied as manufactured, normally without heat treatment. Tubes
may be given expansion forming as necessary.

¢) Tubes shall be finished with plain ends unless otherwise specified.

6 Chemical composition

The results of heat analysis obtained according to 12.1 shall satisfy the composition
given in Table 2. If a product analysis has been requested by the purchaser, the tube
shall be tested in accordance with 12.1 and the analysis results shall satisfy the com-
position given in Table 2 within the tolerances given in Table 4 of JIS G 0321.

Table 2 Chemical composition ®

Unit: %
grade
STKT590 | 0.12 max. | 0.40 max. | 2.00 max. 0.030 0.030 0.15 max. 0.000°2
max. max. max.

NOTE It should be noted that, where the crack sensitivity for galvanizing in Annex A is ap-
plied, Si content in the tube between 0.05 % and 0.12 %, or 0.24 % or over may result
in an unsatisfactory coating quality where the coating has noticeable irregularities or
uneveness.

Note? Elements not listed in this Table may be added as necessary.

Note » For tubes of thickness over 22 mm, chemical composition may be as agreed between
the purchaser and the manufacturer.

Note® Only applicable to the tubes to which the crack sensitivity for galvanizing given in
Annex A is applied. In the case of performing a product analysis, the tolerance for
product analysis does not apply to this value.

7 Carbon equivalent

The carbon equivalent of tubes shall not exceed 0.40 %. The carbon equivalent shall
be calculated according to the following formula using the heat analysis values ob-
tained in 12.1.
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