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Foreword

This Japanese Industrial Standard has been revised by the Minister of
Economy, Trade and Industry based on the provision of Article 14, para-
graph (1) of the Industrial Standardization Act applied mutatis mutandis
pursuant to the provision of Article 16 of the said Act in response to a
proposal for revision of Japanese Industrial Standard with a draft being
attached, submitted by The Japan Iron and Steel Federation (JISF), an
accredited standards development organization. This edition replaces the
previous edition (JIS G 3477-2 : 2018), which has been technically re-
vised.

However, JIS G 3477-2 : 2018 may be applied in the JIS mark certifica-
tion based on the relevant provisions of Article 30, paragraph (1), etc. of
the Industrial Standardization Act until 19 December 2023.

This JIS document is protected by the Copyright Act.

Attention is drawn to the possibility that some parts of this Standard
may conflict with patent rights, published patent application or utility
model rights. The relevant Minister is not responsible for identifying any
of such patent rights, published patent application or utility model rights.

JIS G 3477 series consists of the following 3 parts under the general title
Polyethylene coated steel pipes :

Part 1 External 3 layer extruded polyethylene coated steel pipes
Part 2 External extruded polyethylene coated steel pipes
Part 3 External polyethylene powder coated steel pipes
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JAPANESE INDUSTRIAL STANDARD JIS G 3477-2 : 2022

Polyethylene coated steel pipes — Part 2 : External
extruded polyethylene coated steel pipes

1 Scope

This Japanese Industrial Standard specifies requirements for the external extruded
polyethylene coated steel pipes (hereafter referred to as coated steel pipes) mainly used
for underground services (including the bottom of river, the bottom of sea and common
ditch) of transporting gas, oil, water, etc. and protecting cables.

NOTE 1 This Standard is applicable to pipes of outside diameter 21.7 mm (nom-
inal diameter 15A or /2B) to 812.8 mm (nominal diameter 800A or 32B)
(see Table 2).

NOTE 2 The coated steel pipes are usually used at temperatures in the range of

—20 °C to +40 °C.

2 Normative references

Part or all of the provisions of the following standards, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards (in-
cluding amendments) indicated below shall be applied.

JIS G 0202 Glossary of terms used in iron and steel (Testing)

JIS G 0203 Glossary of terms used in iron and steel (Products and quality)

JIS G 0404 Steel and steel products — General technical delivery requirements
JIS G 0415 Steel and steel products — Inspection documents

JIS G 3444 Carbon steel tubes for general structure

JIS G 3445 Carbon steel tubes for machine structure

JIS G 3452 Carbon steel pipes for ordinary piping

JIS G 3454 Carbon steel pipes for pressure service

JIS G 3455 Carbon steel pipes for high pressure service

JIS G 3457 Arc welded carbon steel pipes

JIS G 3460 Steel pipes for low temperature service

JIS K 2207 Petroleum asphalts

JIS K 2235 Petroleum waxes

JIS K 5500 Glossary of terms for coating materials

JIS K 6900 Plastics — Vocabulary

JIS K 6922-2  Plastics — Polyethylene (PE) moulding and extrusion materials —
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Part 2 © Preparation of test specimens and determination of proper-
ties

JIS K 7112 Plastics — Methods of determining the density and relative density of
non-cellular plastics

JIS K 7161-1 Plastics — Determination of tensile properties — Part 1 - General
principles

JIS K 7161-2 Plastics — Determination of tensile properties — Part 2 © Test con-
ditions for moulding and extrusion plastics

JIS K 7206 Plastics — Thermoplastic materials — Determination of Vicat soften-
ing temperature (VST)

JIS K 7209 Plastics — Determination of water absorption
JIS K 7215 Testing methods for durometer hardness of plastics
JIS Z 0103 Glossary of terms used in rust and corrosion preventive technology

ISO 3183 Petroleum and natural gas industries — Steel pipe for pipeline trans-
portation systems

API Specification 5L, Specification for Line Pipe

3 Terms and definitions

For the purpose of this Standard, the following terms and definitions, and those giv-
en in JIS G 0202, JIS G 0203, JIS K 5500, JIS K 6900 and JIS Z 0103 apply.

3.1

undercoat

coating material for integrating a steel pipe and a polyethylene resin
Note 1 to entry For undercoat, tackifier and adhesives are used.

3.2

wrapping material

material of layer of resin coating applied for protecting the polyethylene coating layer,
which serves as a corrosion protective coating layer, from external damages

Note 1 to entry For wrapping material, polyethylene, polypropylene or copolymer
resin of these is generally used.

3.3
type test

test that demonstrates that the quality satisfies the specifications on the premise that
stable manufacturing conditions have been established, rather than test that is con-
ducted at each delivery

Note 1 to entry When manufacturing conditions that could affect the quality are
changed, the type test shall demonstrate again that the quality
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satisfies the specifications.

Note 2 to entry The type test may be applied when the test duration is prolonged.

4 Symbols of grade

The coated steel pipes are classified into five grades, and their symbols of grade shall
be as given in Table 1.

Table 1 Symbols of grade

Symbol of Polyethylene for Wrapping material Undercoat
grade coating
PE1H First layer — Adhesive @
PE2H First layer First layer Adhesive @
PE1S First layer — Tackifier
PE2S First layer First layer Tackifier
PEIT First layer — Tackifier

NOTE PE1S is the same as PE1T with a thickened coating layer.

Note ® When an adhesive is used as undercoat, primers may be used together.

5 Materials
5.1 Original pipes
5.1.1 Applicable standards of original pipes

The original pipes used for coated steel pipes shall be straight pipes, and the appli-
cable standards shall be as given in Table 2.

Table 2 Applicable standards of original pipes

Nominal diameter or outside Applicable standard of
diameter @ original pipes

Nominal diameter 15A to JIS G 3452
S00A JIS G 3454
Nominal diameter /2B to JIS G 3455
298 JIS G 3457

JIS G 3460

JIS G 3444
Outside diameter 21.7 mm JIS G 3445
to 812.8 mm ISO 3183

API Specification 5L

Note ® Nominal diameter and outside diameter shall
be indicated following the applicable standard
of each original pipe.

5.1.2 Pipe-end shape of original pipes
The shape of ends of original pipes shall be specified by the purchaser among those
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