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This Japanese Industrial Standard has been established by the Minister 
of Economy, Trade and Industry through deliberations at the Japanese 
Industrial Standards Committee according to the proposal for establish-
ment of Japanese Industrial Standard submitted by The Japan Iron and 
Steel Federation (JISF) with a draft being attached, based on the provi-
sion of Article 12, paragraph (1) of the Industrial Standardization Act. 

This JIS document is protected by the Copyright Act. 

Attention is drawn to the possibility that some parts of this Standard 
may conflict with patent rights, published patent application or utility 
model rights. The relevant Minister and the Japanese Industrial Stand-
ards Committee are not responsible for identifying any of such patent 
rights, published patent application or utility model rights. 

Foreword 
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Wire rods for bridge cable 
 

Introduction 

  This Japanese Industrial Standard has been prepared based on ISO 16120-1 : 2017, 
Edition 3, and ISO 16120-4 : 2017, Edition 3, with some modifications of the technical 
contents. 

  The vertical lines on both sides and dotted underlines indicate changes from the cor-
responding International Standards. A list of modifications with the explanations is 
given in Annex JB. Annex JA is unique to JIS and not given in the corresponding In-
ternational Standards. 

1  Scope 

  This Standard specifies wire rods for bridge cable used for the manufacture of wire 
for bridge cables that require torsion characteristics (hereafter referred to as wire 
rods). 

NOTE The International Standards corresponding to this Standard and the 
symbol of degree of correspondence are as follows. 

 ISO 16120-1 : 2017  Non-alloy steel wire rod for conversion to wire — 
Part 1 : General requirements 

 ISO 16120-4 : 2017  Non-alloy steel wire rod for conversion to wire — 
Part 4 : Specific requirements for wire rod for special applications (over-
all evaluation : MOD) 

   In addition, symbols which denote the degree of correspondence in the 
contents between the relevant International Standard and JIS are IDT 
(identical), MOD (modified), and NEQ (not equivalent) according to 
ISO/IEC Guide 21-1. 

2  Normative references 

  The following standards contain provisions which, through reference in this text, 
constitute provisions of this Standard. The most recent editions of the standards (in-
cluding amendments) indicated below shall be applied. 

JIS G 0201 Glossary of terms used in iron and steel (Heat treatment) 

JIS G 0202 Glossary of terms used in iron and steel (Testing) 

JIS G 0203 Glossary of terms used in iron and steel (Products and quality) 

JIS G 0320 Standard test method for heat analysis of steel products 

JIS G 0404 Steel and steel products — General technical delivery requirements 

JIS G 0415 Steel and steel products — Inspection documents 

JIS G 0551 Steels — Micrographic determination of the apparent grain size 
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JIS G 0555 Microscopic testing method for the non-metallic inclusions in steel 

JIS G 0558 Steels―Determination of depth of decarburization 

JIS Z 2241 Metallic materials — Tensile testing — Method of test at room tem-
perature 

3  Terms and definitions 

  For the purpose of this Standard, the terms and definitions given in JIS G 0201, JIS 
G 0202 and JIS G 0203 apply. 

4  Symbol of grade 

  The wire rods are classified into 14 grades, and the symbols of grades shall be as 
given in Table 1. 

5  Manufacturing method 

  The wire rod shall be hot rolled from killed steels. Wire rods may be given patenting 
treatment during the cooling process after hot rolling (hereafter referred to as in-line 
patenting treatment), upon agreement between the purchaser and the manufacturer. 

NOTE : In-line patented products are generally directly cold worked by the sec-
ondary processing manufacturers and are not subjected to any further 
patenting treatment thereafter. Application of in-line patented products 
is specified in the related product standards or by agreement between 
the purchaser and the manufacturer. 

6  Chemical composition 

  The wire rods shall be tested in accordance with 12.1. For heat analysis, the values 
given in Table 1 shall apply. When in-line patenting treatment is provided based on 
the agreement on guidance values of tensile strength, which is concluded between the 
purchaser and the manufacturer, values given in JA.1 shall apply. 
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Table 1  Symbol of grade and chemical composition 

Unit: %
Symbol of 

grade 
C Si Mn P S Cr Cu 

SWRT82A 0.80 to 
0.85 

0.80 to 
1.30 

0.20 to 
0.60 

0.020 
max. 

0.020 
max. 

0.15 to 
0.60 

0.20 max.

SWRT82B 0.80 to 
0.85 

0.80 to 
1.30 

0.60 to 
0.90 

0.020 
max. 

0.020 
max. 

－ 0.20 max.

SWRT87A 0.85 to 
0.90 

0.80 to 
1.30 

0.20 to 
0.60 

0.020 
max. 

0.020 
max. 

0.15 to 
0.60 

0.20 max.

SWRT87B 0.85 to 
0.90 

0.80 to 
1.30 

0.60 to 
0.90 

0.020 
max. 

0.020 
max. 

－ 0.20 max.

SWRT90A 0.87 to 
0.92 

0.80 to 
1.30 

0.20 to 
0.60 

0.020 
max. 

0.020 
max. 

0.15 to 
0.60 

0.20 max.

SWRT90B 0.87 to 
0.92 

0.80 to 
1.30 

0.60 to 
0.90 

0.020 
max. 

0.020 
max. 

－ 0.20 max.

SWRT92A 0.90 to 
0.95 

0.80 to 
1.30 

0.20 to 
0.60 

0.020 
max. 

0.020 
max. 

0.15 to 
0.60 

0.20 max.

SWRT92B 0.90 to 
0.95 

0.80 to 
1.30 

0.60 to 
0.90 

0.020 
max. 

0.020 
max. 

－ 0.20 max.

SWRT95A 0.92 to 
0.97 

0.80 to 
1.30 

0.20 to 
0.60 

0.020 
max. 

0.020 
max. 

0.15 to 
0.60 

0.20 max.

SWRT95B 0.92 to 
0.97 

0.80 to 
1.30 

0.60 to 
0.90 

0.020 
max. 

0.020 
max. 

－ 0.20 max.

SWRT97A 0.95 to 
1.00 

0.80 to 
1.30 

0.20 to 
0.60 

0.020 
max. 

0.020 
max. 

0.15 to 
0.60 

0.20 max.

SWRT97B 0.95 to 
1.00 

0.80 to 
1.30 

0.60 to 
0.90 

0.020 
max. 

0.020 
max. 

－ 0.20 max.

SWRT100A 0.97 to 
1.02 

0.80 to 
1.30 

0.20 to 
0.60 

0.020 
max. 

0.020 
max. 

0.15 to 
0.60 

0.20 max.

SWRT100B 0.97 to 
1.02 

0.80 to 
1.30 

0.60 to 
0.90 

0.020 
max. 

0.020 
max. 

－ 0.20 max.

  Elements not included in this table and elements for which “－” is indicated in this table 
shall not be added intentionally to the steel, except those intended for finishing the heat. 
Upon agreement between the purchaser and the manufacturer, the grades can contain addi-
tions of boron (B), and the content of B shall be 0.000 5 % to 0.004 0 %. 
NOTE When the content of C is 0.4 % or more, the effect of improving hardenability by the 

addition of B is generally not recognized. The purpose of addition of B is to stabilize 
the structural control in the general transformation temperature range. 

 

7  Physical properties 

7.1  Depth of decarburization 

  The wire rods shall be tested in accordance with 12.2, and the total decarburized 
depth shall not exceed 0.10 mm. The total decarburized depth of wire rods of over 14 
mm in diameter shall be as agreed between the purchaser and the manufacturer. 

7.2  Austenitic grain size and non-metallic inclusions 
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