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G 3505: 2017 

Foreword 

This translation has been made based on the original Japanese Industrial Standard 
revised by the Minister of Economy, Trade and Industry through deliberations at the 
Japanese Industrial Standards Committee as the result of proposal for revision of 
Japanese Industrial Standard submitted by The Japan Iron and Steel Federation (JISF) 
with the draft being attached, based on the provision of Article 12 Clause 1 of the 
Industrial Standardization Law applicable to the case of revision by the provision of 
Article 14. 

Consequently JIS G 3505: 2004 is replaced with this Standard. 

However, JIS G 3505: 2004 may be applied in the JIS mark certification based on the 
relevant provisions of Article 19 Clause 1, etc. of the Industrial Standardization Law 
until February 19, 2018. 

This JIS document is protected by the Copyright Law. 

It should be noted that being in conformance with this Standard may come under the 
use of the patent rights held by the following: 

(Patent number) (Title of invention) 

No. 4325957 Steel wire rod in which strain aging 
is suppressed 

(Date of registration) 

June 19, 2009 

The relevant holders of the above-mentioned patent rights have indicated to the 
Japanese Industrial Standards Committee an intention of granting license to anyone 
under the nondiscriminatory and reasonable conditions, except to the other relevant 
holders of the patent rights related to this Standard who will not grant their licenses 
under the same conditions. 

It should be noted that following this Standard does not always refer to granting a free 
license. 

There is the possibility that some parts of this Standard may conflict with patent rights 
other than mentioned above. The relevant Minister and the Japanese Industrial 
Standards Committee are not responsible for identifying any of such patent rights, 
applications for a patent after opening to the public or utility model rights. 

The "patent rights" as mentioned here include patent right, application for a patent after 
opening to the public or utility model right. 

(ii) 

PROTECTED BY COPYRIGHT Copyright Japanese Standards Association 
Provided by IHS Markit under license with JSA Licensee=/9976803100, User=wang, maca

Not for Resale, 10/03/2017 06:09:41 MDTNo reproduction or networking permitted without license from IHS

-
-
`
`
,
`
,
,
`
,
`
,
`
`
,
`
`
,
,
,
,
,
,
`
,
,
`
,
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: JIS G 3505 2017

http://www.avadocuments.com/doc/jis-g-3505-2017
http://www.avadocuments.com/doc/jis-g-3505-2017


JAPANESE INDUSTRIAL STANDARD JIS G 3505 : 2017 

Low carbon steel wire rods 

Introduction 

This Japanese Industrial Standard has been prepared based on the second editions 
of ISO 16120-1 and ISO 16120-2 published in 2011 with some modifications of the tech­
nical contents. 

The vertical lines on both sides and dotted underlines indicate changes from the cor­
responding International Standard. A list of modifications with the explanations is 
given in Annex JB. 

1 Scope 

This Standard specifies ~5?~ __ ~~!:~~~ __ ~~_~_~~ __ ~_~~_~ __ r:~~~ (hereafter referred to as wire rods) 
to be used for the manufacture of the low carbon steel wire, zinc-coated low carbon steel 
------------------------------------------------------------------------------------------------------------------------------------------------------------

wire, etc. It is not applicable to wire rods for core wire of electrodes. 
----------------- -----------------------------------------------------------------------------------------------------------

NOTE: The International Standards corresponding to this Standard and the sym­
bol of degree of correspondence are as follows. 

ISO 16120-1: 2011 Non-alloy steel wire rod for conversion to wire-Part 1: 
General requirements 

ISO 16120-2: 2011 Non-alloy steel wire rod for conversion to wire-Part 2: 
Specific requirements for general-purpose wire rod (Overall evaluation: 
MOD) 

In addition, symbols which denote the degree of correspondence in the 
contents between the relevant International Standard and JIS are IDT 
(identical), MOD (modified), and NEQ (not equivalent) according to ISO/ 
IEC Guide 21-1. 

2 Normative references 

The following standards contain provisions which, through reference in this text, con­
stitute provisions of this Standard. The most recent editions of the standards (includ­
ing amendments) indicated below shall be applied. 

JIS G 0320 Standard test method for heat analysis of steel products 

JIS G 0404 Steel and steel products-General technical delivery requirements 
---------------------------------------------------------------------------------------------------------------------------------------------

:!_~~ __ g __ ~~_~~ ____ ~~~'!~_~_~r!: __ ~!_~~rpr:_?_c!l!~~~=~!':_~p~~~_(?_~_0_?_~1!_'!!~_~~~_ 
JIS G 3191 Dimensions, mass and permissible variations of hot rolled steel bars and ------------------------b-ar- -in- -c-o{2------------------------------------------------------------------------------------------------------------

3 Classification and symbols 

The wire rods are classified into 10 grades, and the symbols of grades shall be as 
------------------

given in Table 1 and Table JA.1. 
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