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JAPANESE INDUSTRIAL STANDARD JIS

Polyvinyl chloride coated color steel wires G 3543-1993

Scope This Japanese Industrial Standard specifies the polyvinyl

chloride coated color steel wires (hereafter, referred to as coated wires)
mainly used for chain link wire nettings.

2.

Remarks: The following standards are cited in this Standard.

JIS A 1415 Recommended practice for accelerated artificial
exposure of plastics building materials

JIS G 3532 Low carbon steel wires

JIS G 3547 Zinc-coated low carbon steel wires

JIS H 0401 Methods of test for hot dip galvanized coatings
JIS K 6720 Polyvinyl chloride resins

JIS Z 2201 Test pieces for tensile test for metallic
materials

JIS Z 2241 Method of tensile test for metallic materials

Definitions For the main terms used in this Standard, the following

definitions apply.

(1)

(2)

(3

3.

Polyvinyl chloride coated color steel wires Are wires wherein low

carbon steel wires conforming to JIS G 3532 and zinc-coated low carbon
steel wires conforming to JIS G 3547 are coated tightly with synthetic
resin composed of polyvinyl chloride resin mainly by an adhesive or
other processing method.

Core wires Are low carbon steel wires conforming to JIS G 3532 or

zinc-coated low carbon steel wires conforming to JIS G 3547 which are

used for coated wires.

Coat Is a solid film formed by coating excellently weather resistant
synthetic resin mixed principally by polyvinyl chloride resin
conforming to JIS K 6720 on the core wire with an extruder.

Wire type, symbol, and applicable wire diameter The type, symbol, and

applicable wire diameter of a coated wire shall be as given in Table 1.
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