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Chain link wire netting G 3552-1993

1. Scope This Japanese Industrial Standard specifies the chain link wire
nettings made of zinc—coated low carbon steel wires, precoated color
zinc—coated steel wires and polyvinyl chloride coated color steel wires

\ which are used mainly for the fence. As to the chain link wire netting of
zinc-coated low carbon steel wires, however, the post—zinc-coated(l) one is
not covered,

Note (') The post-zinc—coating is referred to a process of zinc-
coating carried out after the net making with the row wires.

Remarks: The cited standards in this Standard are given in the
following.

JIS G 3542 Precoated color zinc-coated steel wires

. JIS G 3543 Polyvinyl chloride coated color steel wires
JIS G 3547 Zinc-coated low carbon steel wires
JIS H 0401 Methods of test for hot dip galvanized coatings

2. Definitions The principal terms used in this Standard are defined
as follows:

(1) chain link wire netting A wire netting manufactured by entangling row
wires each other which have been bent in angle shape with a constant
pitch by means of a jig, whereby the row wires form parallelogram
apertures,

(2) row wire One piece of bent wire which is a unit component of a wire
netting.

3. Type and symbol The type of the chain link wire netting shall be
categorized into 21 types according to the method of manufacture, etec., and
' their symbols shall be as given in Table 1.
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