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Hexagonal Wire Netting G 3554~1983

. JAPANESE INDUSTRTAL STANDARD JIS
|

1. Scope

This Japanese Industrial Standards specifies the hexagonal wire nettings,
. hereinafter referred to as the "wire netting", of annealed low carbon steel

wires, zinc-coated low carbon steel wires, and stainless steel wires. For
the wire netting of zinc-coated low carbon steel wires, however, those which

2.  Grade and Designation

are zinc-coated after netting process shall be excluded in this standard.

The grade and designation of the wire netting shall be as given in

Table 1.

. Table 1.

Grade and Designation

Desig-

Remark

Grade .
nation

Hexagonal wire netting of The wire netting made of the an-
annealed low carbon steel| HX-A nealed low carbon steel wire
wire specified in JIS G 3532,
Hexagonal wire netting of The wire netting made of Class 1
zinc~coated low carbon HX-G galvanized low carbon steel wire
steel wire specified in JIS G 3532.

The wire netting made of the

HX-S stainless steel wire specified in |

!
| Hexagonal wire netting of
| stainless steel wire

JIS G 4309,

Remark: For the hexagonal wire netting made of stainless steel wire,
the letter symbol which denotes the type of steel shall be
. suffixed to the designation mentioned above.

Example: HX-S 304

Applicable Standards:

. JIS G 3532-Low Carbon Steel Wires

JIS G 4309-Stainless Steel Wires
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