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UDC 669.14.018.8-426
JAPANESE INDUSTRIAL STANDARD | JIS

’ Stainless steel wire rods G 4308-1991

1. Scope

This Japanese Industrial Standard specifies the stainless steel wire rods (hereinafter,
referred to as the "wire rods"). However, this is not applicable to the stainless steel wire
rods for welding materials.

Remarks 1. Applicable standards in this Standard are shown in Attached Table 1.

=
’ 2. Corresponding International Standards in this Standard are shown as fol-
lows.
ISO 683-13: 1986 Heat-treatable steels, alloy steels and free-cutting
steels—Part 13; Wrought stainless steels
ISO 683-16: 1976 Heat-treated steels, alloy steels and free-cutting
steels—Part 16: Precipitation hardening stainless steels
‘ 2.  Grades and symbols
The wire rods shall be classified into 33 grades and the symbols and classification shall
be as given in Table 1.
Table 1. Symbols of grades and classification
Symbol of grade Classification Symbol of grade Classification
SUS 201 Austenitic series SUSXM 7 Austenitic series
SUS 302
SUS 303
SUS 303 Se SUS 430 Ferritic series
SUS 304 SUS 430 F
SUS 304 L SUS 434
SUS 304 N 1
SUS 304 7 3 SUS 403 Ma.ntensitic
SUS 305 SUS 410 series
‘ SUS 305 T 1 SUS 410 F 2
SUS 309 § SUS 416
SUS 310 S SUS 42071
SUS 316 SUS 42072
SUS 316 L SUS 420 F
SUS 317 SUS 420 F 2
_ SUS 317 L SUS 440 C
. SUS 321
SUS 347 SUS 63171 Precipitation
. SUS 384 hardening series

Remarks: In the case where it is required to indicate by sym-
bol that the material is of wire rod, -WR is to be
suffixed to the tail end of the symbol of grade.

Example: SUS 304-WR
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