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G 4308 : 2013 

Foreword 

This translation has been made based on the original Japanese Industrial Standard 
revised by the Minister of Economy, Trade and Industry, through deliberations at the 
Japanese Industrial Standards Committee as the result of proposal for revision of 
Japanese Industrial Standard submitted by Japan Stainless Steel Association (JSSA)! 
Japanese Standards Association (JSA) with the draft being attached, based on the 
provision of Article 12 Clause 1 of the Industrial Standardization Law applicable to the 
case of revision by the provision of Article 14. 

Consequently JIS G 4308: 2007 is replaced with this Standard. 

However, JIS G 4308: 2007 may be applied in the JIS mark certification based on the 
relevant provisions of Article 19 Clause 1, etc. of the Industrial Standardization Law 
until February 19, 2014. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard may conflict with 
patent rights, applications for a patent after opening to the public or utility model rights. 
The relevant Minister and the Japanese Industrial Standards Committee are not 
responsible for identifying any of such patent rights, applications for a patent after 
opening to the public or utility model rights. 

(ii) 
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JAPANESE INDUSTRIAL STANDARD JIS G 4308 : 2013 

Stainless steel wire rods 

In troduction 

This Japanese Industrial Standard has been prepared based on the first edition of 
ISO 16143-2 published in 2004 with some modifications of the technical contents. 

The portions with continuous sidelines or dotted underlines are the matters in which 
the contents of the corresponding International Standard have been modified. A list 
of modifications with explanations is given in Annex JA. 

1 Scope 

This Standard specifies the stainless steel wire rods (hereafter referred to as "wire 
rods"). It does not apply to stainless steel wire rods for welding materials. 

NOTE: The International Standard corresponding to this Standard and the sym­
bol of degree of correspondence are as follows. 

ISO 16143-2: 2004 Stainless steels for general purposes-Part 2: Semi­
finished products, bars, rods and sections (MOD) 

The symbols which denote the degree of correspondence in the con­
tents between the relevant International Standard and JIS are IDT 
(identical), MOD (modified), and NEQ (not equivalent) according to ISO/ 
lEe Guide 21-1. 

2 Normative references 

The following standards contain provisions which, through reference in this text, 
constitute provisions of this Standard. The most recent editions of the standards 
(including amendments) indicated below shall be applied. 

JIS G 0320 Standard test method for heat analysis of steel products 

JIS G 0321 Product analysis and its tolerance for wrought steel 

JIS G 0404 Steel and steel products-General technical delivery requirements 

JIS G 0415 Steel and steel products-Inspection documents 

NOTE: Corresponding International Standard: ISO 10474: 1991 Steel and steel 
products-Inspection documents (IDT) 

3 Grades and symbols 

The wire rods shall be classified into 40 grades and their symbols and classifica­
tion shall be as given in table 1. 
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Table 1 Symbols of grades and classification 

Symbol of grade 

SUS201 

SUS302 
SUS303 
SUS303Se 

SUS303Cu 
SUS304 
SUS304L 

SUS304Nl 
SUS304J3 

SUS305 
SUS305Jl 
SUS309S 
SUS3I0S 
SUS316 
SUS316L 
SUS316F 

SUS317 
SUS317L 
SUS321 

SUS347 
SUS384 
SUSXM7 
SUSXM15Jl 

Classification 

Austenitic series 

Symbol of grade 

SUS329J4L 

SUS410L 
SUS430 
SUS430F 
SUS434 

SUS403 
SUS410 
SUS410F2 

SUS416 
SUS420Jl 
SUS420J2 
SUS420F 
SUS420F2 
SUS431 

SUS440C 

SUS630 
SUS631Jl 

Classification 

Austenitic-ferritic 
series 

Ferritic series 

Martensitic series 

Preci pitation 
hardening series 

In the case where it is required to indicate by symbol that the material is wire 
rod, the symbol "-WR" is to be added to the tail end of the symbol of grade. 

Example: SUS304-WR 

4 Manufacturing method 

Wire rods shall be generally delivered as hot-rolled, but may be subjected to acid 
pickling, heat treatment and so on if necessary. 

5 Chemical composition 

5.1 Heat analysis value 

Wire rods shall be tested in accordance with 9.1 and the resultant heat analysis 
values shall satisfy the requirements in table 2 to table 6. 

5.2 Product analysis value 

When the purchaser requested the product analysis, the test shall be performed in 
accordance with 9.1, and the obtained results shall satisfy table 2 to table 6 within the 
tolerances given in table 5 of JIS G 0321. However, tolerance for elements not speci­
fied in JIS G 0321 may be agreed between the manufacturer and the purchaser. 

PROTECTED BY COPYRIGHT 

Full document details: JIS G 4308-2013

http://avadocuments2026.com/doc/jis-g-4308-2013
http://avadocuments2026.com/doc/jis-g-4308-2013

